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 I.     OVERDIMENSIONAL VEHICLE POLICY  
 
 
A. Legal Width = 8’6”. Vehicles operated on the streets of Fargo may not exceed a total 

outside width, including load thereon, of eight feet six inches (8’6”). 
 

1. Exceptions. 
 

a. Construction and building contractors’ equipment and vehicles used to 
move such equipment which does not exceed 10’ in width when being 
moved by contractors or resident carriers. 

 
b. Implements of husbandry being moved by farmers, ranchers, dealers, or 

manufacturers between sunrise and sunset.  Night time travel is allowed 
provided the implements of husbandry are properly lighted. Implements of 
husbandry may be moved in accordance with Part XII hereof. 

 
B. Legal Height = 14’.  Vehicles operated on the streets of Fargo may not exceed a height 

of fourteen feet (14’), whether loaded or unloaded. 
 

1. Legal height is 14’ unless routes of travel include structures such as bridges and 
underpasses that are less than 14’ in height. The permittee is responsible for 
verifying adequate clearance of all structures prior to moving any vehicle or 
equipment under any bridge or underpass. 

 
2. Exception. 
 

Implements of husbandry may not exceed 15’6” in height when being moved by 
farmers, ranchers, dealers, or manufacturers and moved in accordance with Part 
XII hereof. 

 
C. Legal Length 
 

1. A single unit vehicle with two or more axles, including the load thereon, shall not 
exceed a length of 50’. 

 
2. A combination of two, three, or four units, including the load thereon, shall not 

exceed a length of 75’ on non-designated streets.  Three and four unit 
combinations are subject to safety rules adopted by the Highway Commissioner. 
All streets are non-designated streets in the City of Fargo, except the designated 
streets listed on the Truck Route Map. (Appendix A). 

 
 Companies not located adjacent to these designated streets will be allowed to 

use the most direct route from their company to access the designated streets. 
   

3. A combination of two, three, or four units, including the load thereon, may exceed 
75’ in length but shall not exceed 110’ in length when traveling on designated 
streets. 
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4. The length of a trailer or semi-trailer, including the load thereon, may not exceed 
53’, except that trailers and semitrailers titled and registered in North Dakota 
before July 1, 1987, and towed vehicles may not exceed a length of 60’. 

 
5. Towing converter dollies. 

 
a. Converter dollies that are used to convert semi-trailers to trailers are 

considered trailers if they meet all lighting requirements and are equipped 
with brakes and safety chains. 

 
b. No more than one converter dolly can be towed behind a truck-tractor, 

semi-trailer, and trailer; and no more than two converter dollies can be 
towed behind a truck-tractor and semi-trailer. 

 
D. Legal Weight Limitations 
 
 Bridge Length Formula Calculation                        LN       

                                                                                            W = 500(N-1+12N+36)  
 

W = Maximum weight in pounds on any group of two or more axles 
                       L = Distance in feet between extremes of any group of two or more consecutive axles 

N = Number of axles in group under consideration 

 
            Non-Restricted Truck Route Roads = 105,500 pounds maximum gross vehicle 

weight 
            Restricted Truck Route Roads = 105,500 pounds maximum gross vehicle weight, 

except during spring weight restrictions 
            Class A and Class 1 Roads = 80,000 pounds maximum gross vehicle weight 

 
1. Gross Vehicle Weight on the Truck Route System (See Appendix A) 

 
a.  Non-Restricted truck routes are the routes marked in “Red” on the truck 

route map. These routes have the same weight restriction year round.  
 
b.  Restricted truck routes are the routes marked in “Blue” on the truck route 

map. These truck routes have road restriction reduction in weights during 
spring load restrictions. 

 
c. The maximum gross vehicle weight on City Truck Routes is 105,500 

pounds unless otherwise posted. On all other streets the maximum gross 
vehicle weight is 80,000 pounds unless otherwise designated. All 
maximum gross vehicle weights are subject to the Bridge Length 
Formula. Maximum gross vehicle weight is either the maximum allowed 
as per designation of the roadway or the bridge length formula 
calculation, whichever is the least amount of weight allowed. 
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2. Axle Weight (See Part XVI) 
 

a. Axles spaced 40” or less apart are considered one axle.  Axles spaced 8’ 
apart or over are considered as individual axles. Spacing between axles 
shall be measured from axle center to axle center. 

b. Axles spaced over 40” apart and less than 8’ apart are considered to be 
an axle grouping. 

 
c.  During spring load restrictions or on non-truck route streets, weights may 

be reduced. Axle weights may also be reduced by tire size or the bridge 
length axle limitations chart. 

 
d.  Legal Axle Weights (Also see Part XVI)  

 
1) Legal Single Axle Weight 

 
Non-Restricted Truck Route = 20,000 pounds 
Class A Route = 18,000 pounds 
Class 1 Route = 15,000 pounds 

 
2) Legal Tandem Axle Weight 

 
Non-Restricted Truck Route = 34,000 pounds 
Class A Route = 32,000 pounds 
Class 1 Route = 30,000 pounds 

 
3) Legal Weight for 3 or More Axles in a Grouping  

 
Non-Restricted Truck Route = 48,000 pounds 
Class A Route = 42,000 pounds 
Class 1 Route = 36,000 pounds 
 
All Legal axle weights are subject to the Bridge Length Formula. 
Legal axle weight is either the maximum allowed as per 
designation of the roadway, tire allowance, or the bridge length 
formula calculation, whichever is the least amount of weight 
allowed.  
Axle weights can never exceed the Manufacturer’s “Axle Weight 
Rating” even with an Overdimensional Permit. 
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3. Wheel Weight 
 

The weight in pounds on any one wheel shall not exceed one-half the allowable 
axle weight.  Dual tires are considered one wheel.                

 
4. Tire Weight 

 
The weight per inch width of tire shall not exceed 600 pounds on a non-divisible 
load single steering axle and 550 pounds on all other axles, or the 
Manufacturer’s max rated load (max tire load ratings can never be exceeded, 
even with an Overdimensional Permit), whichever is less.  The width of tire for 
solid tires shall be the rim width.  The width of pneumatic tires shall be the 
manufacturer’s width.  Metric tire sizes are converted to inches by dividing 
millimeters by 25.4. 

  
 5. Road Damage Factors 
   

a. On a Class A road, a single axle 20% overload (3600 pounds) does over two 
times the damage as a legally loaded 18,000 pound single axle. 

b. On a Truck Route, a tandem axle 20% overload (6800 pounds) causes 2.25 
times the damage as a legal tandem load of 34,000 pounds. 

c. During spring load restrictions damage factors increase by 5 times and road 
rutting is increase by 4 times the amount compared to normal conditions. 

d. It doesn’t take twice the weight to do twice the damage. Keep your axle 
weights legal and protect our roads from damage. 
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City of Fargo Bridge Length Axle Weight Limitations Chart 
W = Maximum weight in pounds on any group of two or more axles 

                         LN        L = Distance in feet between extremes of any group of two or more consecutive axles 

W = 500(   N-1   +12N+36)    N = Number of axles in group under consideration  
Distance in feet between 
The extremes of any groups of MAXIMUM LOAD IN POUNDS CARRIED ON ANY GROUP OF 2 OR MORE CONSECUTIVE AXLES 
2 or more consecutive  
Axles 

2 Axles 3 Axles 4 Axles 5 Axles 6 Axles 7 Axles 8 Axles 9 Axles  
4 34,000  
5 34,000 
6 34,000  
7 34,000 34,000 
8 38,000 42,000 
9 39,000 43,000 
10 40,000* 43,500  
11  44,500 
12  45,000 50,000 
13  46,000 50,500 
14  46,500 51,500                       57,000 
15  47,500 52,000                       57,500  
16  48,000 52,500 58,000 
17  49,000 53,500 58,500 
18  49,500 54,000 59,500 
19  50,500 54,500 60,000 
20  51,000 55,500 60,500 66,000  
21  52,000 56,000 61,000 66,500 
22  52,500 56,500 62,000 67,000 
23  53,500 57,500 62,500 68,000 
24  54,000 58,000 63,000 68,500 74,000 
25  55,000 58,500 63,500 69,000 74,500  
26  55,500 59,500 64,500 69,500 75,000 
27  56,500 60,000 65,000 70,000 76,000 80,000 
28  57,000 60,500 65,500 71,000 76,500 82,000 
29  58,000 61,500 66,000 71,500 77,000 82,500 
30  58,500 62,000 67,000 72,000 77,500 83,000   
31  59,500 62,500 67,500 72,500 78,000 84,000 80,000 
32  60,000* 63,500 68,000 73,000 78,500 84,500 90,000 
33   64,000 68,500 74,000 79,500 85,000 90,500 
34   64,500 69,500 74,500 80,000 85,500 91,000 
35   65,500 70,000 75,000 80,500 86,000 91,500  
36 Two consecutive sets of tandem axles may 66,000 70,500 75,500 81,000 86,500 92,500 
37 carry a gross load of 34,000 pounds each 66,500 71,000 76,000 81,500 87,000 93,000 
38 provided the overall distance between the first 67,500 72,000 77,000 82,000 87,500 93,500 
39 and last axles of such consecutive sets of 68,000 72,500 77,500 83,000 88,500 94,000 
40 tandem axles is 36 feet or more 68,500 73,000 78,000 83,500 89,000 94,500  
41   69,500 73,500 78,500 84,000 89,500 95,000 
42   70,000 74,500 79,000 84,500 90,000 95,500 
43   70,500 75,000 80,000 85,000 90,500 96,000 
44   71,500 75,500 80,500 85,500 91,000 97,000 
45   72,000 76,000 81,000 86,500 91,500 97,500  
46   72,500 77,000 81,500 87,000 92,500 98,000 
47   73,500 77,500 82,000 87,500 93,000 98,500 
48   74,000 78,000 83,000 88,000 93,500 99,000 
49   74,500 78,500 83,500 88,500 94,000 99,500 
50   75,500 79,500 84,000 89,000 94,500 100,000  
51   76,000 80,000 84,500 90,000 95,000 100,500 
52   76,500 80,500 85,000 90,500 95,500 101,500 
53   77,500 81,000 86,000 91,000 96,500 102,000 
54   78,000 82,000 86,500 91,500 97,000 102,500 
55   78,500 82,500 87,000 92,000 97,500 103,000  
56   79,500 83,000 87,500 92,500 98,000 103,500 
57 Gross weight limit on residential streets 80,000* 83,500 88,000 93,500 98,500 104,000 
58    84,500 89,000 94,000 99,000 104,500 
59    85,000 89,500 94,500 99,500 105,000 
60    85,500 90,000 95,000 100,500 105,500*  
61    86,000 90,500 95,500 101,000 
62    87,000 91,000 96,000 101,500 
63    87,500 92,000 97,000 102,000 
64    88,000 92,500 97,500 102,500 
65    88,500 93,000 98,000 103,000  
66    89,500 93,500 98,500 103,500 
67    90,000 94,000 99,000 104,500 
68    90,500 95,000 99,500 105,000 
69    91,000 95,500 100,500 105,500* 
70    92,000 96,000 101,000  
71    92,500 96,500 101,500 
72    93,000 97,000 102,000 
73    93,500 98,000 102,500 
74    94,500 98,500 103,000 
75    95,000 99,000 104,000  
76    95,500 99,500 104,500 
77    96,000 100,000 105,000 
78    97,000 101,000 105,500* 
79    97,500 101,500 
80    98,000 102,000  
81    98,500 102,500 
82    99,500 103,000 
83    100,000* 104,000 
84     104,500  *Maximum Gross Weight 
85     105,000 
86     105,500*  
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CITY OF FARGO NON-RESTRICTED TRUCK ROUTE AXLE WEIGHT LIMITATIONS 
  
Axles spaced 40” or less apart are considered one axle.  Axles spaced 8’ apart or over are considered as individual axles.  The gross weight of 
two individual axles may be restricted by the weight formula except on non-restricted truck routes.  Spacing between axles shall be measured 
from axle center to axle center.  
The weight per inch width of tire shall not exceed 600 pounds on a non-divisible load single steering axle and 550 pounds on all other axles.  
Metric tire sizes are converted to inches by dividing millimeters by 25.4.  The width of tire for solid tires shall be the rim width.  For pneumatic 
tires the width of tire shall be the manufacturer’s width.  The weight in pounds on any one wheel shall not exceed one-half the allowable axle 
weight.  Dual tires are considered one wheel. All axle weights may be further restricted by the Bridge Length Formula, legal weight is the least 
amount of pounds allowed by either the chart or the Bridge Length Formula.  
  Single Steering Axle Single Axle Single Axle Tandem Axle Tandem Axle Triple Axle 
 Tire Width Non-divisible (2 Tires) (2 Tires) (4 Tires) (4 Tires) (8 Tires) (6 Tires)  
  7:00 8,400 7,700 15,400 15,400 30,800 23,100  
  7:50 9,000 8,250 16,500 16,500 33,000 24,750  
  8:00 9,600 8,800 17,600 17,600 34,000 26,400  
  8:25 9,900 9,075 18,150 18,150 34,000 27,225   
  9:00 10,800 9,900 19,800 19,800 34,000 29,700  
 10:00 12,000 11,000 20,000 22,000 34,000 33,000  
 11:00 13,200 12,100 20,000 24,200 34,000                                   
 12:00 14,400 13,200 20,000 26,400 34,000  
 13:00 15,600 14,300 20,000 28,600 34,000  
 14:00 16,800 15,400 20,000 30,800 34,000  
 15:00 18,000 16,500 20,000 33,000 34,000  
 16:50 19,800 18,150 20,000 34,000 34,000 
 17:50 20,000 19,250 20,000 34,000 34,000  
 18:00 20,000 19,800 20,000 34,000 34,000  
NOTE: Axle weights may be reduced during the spring breakup season or on otherwise posted streets.  
  
 Metric Tire Conversion 
Metric Tire Size   Tire Width in Inches   Metric Tire Size Tire Width in Inches  
245/75R22.5     9.6 inches    315/75R22.5   12.4 inches 
255/70R22.5   10.0 inches    385/65R22.5   15.2 inches 
265/75R22.5   10.4 inches    425/65R22.5   16.7 inches 
275/80R22.5   10.8 inches    445/65R22.5   17.5 inches 
285/75R24.5   11.2 inches    465/65R22.5   18.3 inches 
 
 

 
 
 
 
 
 
 

   Minimum Tire Tread Depth Required for all Overdimensional Loads 
 

a. 2/32 minimum tread depth on pusher tires 
b. 4/32 minimum tread depth on steering tires 

 
 

  
 
 

 
 
 
 
 
 

 
Tire Size and Dimensional Definitions 

 
13/80 R20 
 
13 = Tire Width (inches) 
80 = Percent of tire width in comparison to height (not used as 
        part of width) 
R =  Radial 
20 = Rim Diameter (inches) 

 
Tire Size and Dimensional Definitions 

 
13.8 R 20 
 
13.8 = Tire Width (inches) 
R = Radial 
20 = Rim Diameter (inches) 
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II.   ROAD RESTRICTION REDUCTION IN WEIGHTS 
 
PURPOSE: 
 
To establish guidelines as to what gross axle weights and gross vehicle weights will be enforced 
during the spring of the year when streets break up due to frost leaving the ground (“Spring load 
restrictions”) or any other time of the year when the street section is insufficient to handle the 
weights. 
 
POLICY STATEMENT: 
 
As authorized by section 8-0924 of the City of Fargo Municipal Code, the City of Fargo will 
reduce allowable weights on streets under its jurisdiction that may be seriously damaged or 
destroyed by reason of deterioration, rain, snow, or other climatic conditions. Permits may not 
be issued for movements during spring load restrictions if the load could possibly damage the 
roadway. City of Fargo may limit the amount of weight on any permitted load to reduce any 
possibility of damage to the roadway. During spring load restrictions damage factors increase by 
5 times and road rutting is increase by 4 times the amount compared to normal conditions. 
 
PROCEDURE: 
 
A. Listed below are the restricted road classifications, restricted gross axle weights, and 

restricted gross vehicle weight limits on City streets.  Weight limits may vary. 
 
 

 
Class 

 
 

Single Axle 

 
 

Tandem Axle 
3 or More Axle 

Groupings 

 
Gross Vehicle 

Weight 
 
Non-
Restricted 
Truck Route 

 
20,000 lbs 

 
34,000 lbs 16,000 lbs per axle 

not to exceed 48,000 
lbs gross weight on 
divisible loads 

 
105,500 lbs or 
the Bridge 
Length Formula 
if it is less 

 
Class A 

 
18,000 lbs 

 
32,000 lbs 14,000 lbs per axle 

not to exceed 42,000 
lbs gross weight on 
divisible loads 

 
80,000 lbs or 
the Bridge 
Length Formula 
if it is less 

 
Class 1 

 
15,000 lbs 

 
30,000 lbs 12,000 lbs per axle 

not to exceed 36,000 
lbs gross weight on 
divisible loads 

 
80,000 lbs or 
the Bridge 
Length Formula 
if it is less 

 
Class 3 

 
Cars and Trucks under 5-TON GVW only 

 
B. A fee shall be added to all overweight permits issued on restricted streets as outlined in 

the overweight fee schedule, Section XVI and the Road Restriction Excessive Axle 
Weight Fee Schedule, Section II.F.  
 

C. During Spring Weight Restrictions, restricted truck routes will be posted either a Class A 
or Class 1 restriction, depending on the road condition. 
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D. Earthmoving Equipment and Fixed Vehicles 
1. Earthmoving equipment, self-propelled or towed, that exceed legal and/or restricted 

axle weight limits shall not be permitted to drive or be towed on bituminous pavement 
during the period of Spring Load Restrictions. 

2. Self-propelled fixed vehicles, such as rough terrain cranes, that exceed 650 pounds 
per inch width of tire and/or 30,000 pounds per axle shall not be permitted to drive on 
bituminous pavement during the period of Spring Load Restrictions. 
 

E.  Maximum Axle Weights that engineering can approve with an Overdimensional Permit if 
deemed necessary for non-divisible load movement during spring load restrictions. The 
following axle weights are based on four tires per axle.  

 
 

 
Class 

 
 

Single Axle 

 
 

Tandem 
Axle 

 

Triple Axle 

 

Quad Axle 

 
 

Five Axle 

 
Non-
Restricted 
Truck Route 

 
26,540 # 

 
42,120 # 

 

54,600 # 57,960 # 
 
72,454 # 

 
Class A 

 
23,900 # 

 

 
39,700 # 47,800 # 54,000 # 

 
67,620 # 

 
Class 1 

 
19,900 # 

 
37,200 # 40,970 # 46,368 # 

 
57,960 # 

 
1. The City of Fargo may approve weights that exceed the above chart Section II. E, if 

good cause is shown that more axles cannot be added and weights have been reduced 
as much as possible for the movement of non-divisible vehicles or loads that exceed the 
maximum permittable axle weights during Spring Load Restrictions. 
 

2.  Axle weight fees shall be charged according to the “Road Restriction Excess Axle 
Weight Fee Schedule” in Section II. F. 
 

3. Section III.B.6, “Repair/Service Policy for Overweight Loads” wavier of overweight fees 
shall be void when exceeding the axle weight limitations in the above chart Section II.E. 
during Spring Load Restrictions. 
 

4. Section III.A.7.b, “ND State, Cass County, West Fargo Permits” honoring ND State, 
Cass County, and West Fargo Permits shall be void when exceeding the axle weight 
limitations in the above chart Section II.E. during Spring Load Restrictions. 
 

5. The maximum axle weight that may be permitted in excess of Section II.E. if deemed 
necessary by the City of Fargo shall follow Section XVI. 
 

6. Section X “Wind Tower Overdimensional Loads” honoring ND State Permits shall be 
void when exceeding the axle weight limitations in the above chart Section II.E. during 
Spring Load Restrictions. 
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F. ROAD RESTRICTION EXCESSIVE AXLE WEIGHT FEE SCHEDULE 
 
 
Any vehicle in excess of the maximum permittable axle weight limitations according to the chart 
in Section II.E. shall be charged a fee according to the road restriction excessive axle weight fee 
schedule below. 
  
                               POUNDS OVER AXLE GROUPING 
         WEIGHT LISTED IN SECTION II.E.             OVERWEIGHT FEE 

1-1,000 $20.00 
1,001-2,000 $40.00 
2,000-3,000 $60.00 
3,001-4,000 $140.00 
4,001-5,000 $220.00 
5,001-6,000 $305.00 
6,001-7,000 $380.00 
7,001-8,000 $495.00 
8,001-9,000 $575.00 

9,001-10,000 $655.00 
10,001-11,000 $1,100.00 
11,001-12,000 $1,200.00 
12,001-13,000 $1,300.00 
13,001-14,000 $1,680.00 
14,001-15,000 $1,800.00 
15,001-16,000 $1,920.00 
16,001-17,000 $2,550.00 
17,001-18,000 $2,700.00 
18,001-19,000 $2,850.00 
19,001-20,000 $3,000.00 
20,001-21,000 $4,200.00 
21,001-22,000 $4,400.00 
22,001-23,000 $4,600.00 
23,001-24,000 $4,800.00 
24,001-25,000 $5,000.00 
25,001-26,000 $5,200.00 
26,001-27,000 $5,400.00 
27,001-28,000 $5,600.00 
28,001-29,000 $5,800.00 
29,001-30,000 $6,000.00 

         
           An additional fee of $200.00 for every 1,000 pound increase over 
           30,000 pounds consistent with the formula above.  
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 III.     PERMITS FOR OVERDIMENSIONAL VEHICLES 
 
PURPOSE: 
 
To establish guidelines when permits will be issued for vehicles or loads exceeding legal size 
and/or weight for movement on the City streets. 
 
POLICY STATEMENT: 
 
As authorized by section 8-0922 of the City of Fargo Municipal Code, the City will issue single 
trip permits, when good cause is shown, for the movement of oversize and/or overweight 
vehicles and loads. The City of Fargo has the authority to reject any application for a movement 
that could be damaging to the roads or that could create an unsafe condition on the roads. The 
City of Fargo has the authority to revoke all issued permits and deny subsequent applications, 
at its discretion, for violations of this policy. Permits may not be issued for movements during 
spring load restrictions, or any other time of the year that excessive rain or heat could increase 
the possibility of road damage. 
 
PROCEDURE: 
 
A. Permit Requirements 
 

1. Permits shall be submitted to the City of Fargo Engineering Department 24 
hours prior to the date of movement listed on the permit.   A permit that has 
been signed by a Permit Issuing Official must be obtained prior to entering 
the City of Fargo right of way.  A legible signed electronic or paper copy of the 
Overdimensional Permit must be carried in the vehicle, to which it refers prior to 
entering the City of Fargo right of way, and shall be presented for inspection by 
any peace officer or authorized employee of the City of Fargo that issues 
Overdimensional Permits. Permits shall designate the route to be traveled and 
may contain such other restrictions as deemed necessary by the City of Fargo.  
The City has the authority to revoke a permit if the holder violates or abuses the 
privilege or conditions of the permit, or provides any false information on the 
permit form. The permittee is responsible for the accuracy on the permit form. 
Any violation, abuse, or false information voids the permit, subjecting the load or 
movement to an Extraordinary Road Use Fee that will be assessed at the legal 
gross vehicle weight of the traveled roadway, the legal axle weight, or the tire 
width allowance, whichever is the greater violation. 

 
2. General Travel Restrictions 

 
a. Overdimensional Permits shall not be valid for movements between sunset 

and sunrise, unless approved by the City of Fargo, if special approval has 
been granted to move between sunset and sunrise it must be documented on 
the permit and section III.3b.1&2 shall apply to the movement. 
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b. Overdimensional Permits for widths that are 14’ or wider or lengths 
exceeding 119.99’, or heights exceeding 15’6” will not be valid authorizing 
movements between the hours of 7:15am to 8:15am, 11:45am to 1:00pm, 
and 4:30pm-5:45pm. The City may grant a special exemption to move 
during these times, if it is determined to be necessary and if it is approved 
and noted on the permit. 

 
c. Overdimensional Permits will not be valid when inclement weather exists, 

visibility is poor, the roadway is slippery, or if any adverse road conditions 
exist. Contact the City of Fargo if any of the above are in question and the 
City will determine if travel is allowed based on our assessment of street and 
weather conditions. 

 
d. Overdimensional Permits do not authorize travel or parking on shoulders of 

the roadway. 
 

e. Overdimensional Permits are not valid for parking or standing on any 
roadway. 

 
f. Overdimensional Permits apply to movement of one vehicle or one vehicle 

combination only. 
 

g. All permits require a minimum distance that is reasonable, prudent and safe 
between vehicles in a convoy of two or more vehicles. 

 
h. Single trip permits shall be valid for a one-way load movement made within 

a three day period listed on the permit. When a piece of equipment is 
unloaded at a project site and then reloaded to go to the next destination, a 
new permit must be obtained. 
 

 
3. General Safety Requirements 

 
a. All overdimensional vehicles and loads shall have minimum 18” x 18” red or 

bright orange flags displayed on the traffic side front and rear. 
 

b. If approval has been granted to move equipment between sunset and sunrise 
vehicles must be equipped with the society of automotive engineers-
approved class 1 lights and reflectors, in addition to those required in the 
North Dakota Century Code Chapter 39-21 and Code of Federal Regulations, 
Title 49, Part 393.  

 
1. Clearance lights and clearance reflectors must be visible from the 

front, rear, and side, marking the outermost portion of the vehicle and 
load which extends beyond 8 feet 6 inches. 

2. One rotating or two flashing amber lights shall be mounted above the 
cab and visible from the front and rear for a distance not less than five 
hundred feet under clear atmospheric conditions at night. If lights on 
the cab are not visible to the rear, additional flashing amber lights are 
required at the rear. 
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c. When the overall length of an overdimensional movement exceeds 75 feet 

length and/or 8 feet 6 inches in width, there shall be at least an 18” x 60” 
OVERSIZE LOAD sign on the front and rear.  The lettering shall be black on 
yellow background.  Letters shall be at least 8” high with 1” brush stroke.  
When the movement is over length only, exceeding 75’ in overall length, a 
LONG LOAD sign that is a minimum 12” x 60” may be used instead of the 
OVERSIZE LOAD sign.  The lettering shall be black on yellow background.  
The letters shall be at least 8” high with 1” brush stroke.  The sign shall be 
covered or removed when the movement is not overdimensional. 
 

d. All motor vehicles, when transporting loads, must be loaded and secured to 
prevent the shifting or falling of the load.  Loads such as a hydraulic backhoe 
or crane must be secured to prevent the accidental lifting of the bucket or 
boom. All loads shall be secured according to Federal Motor Carrier Safety 
Administration Regulations. 

 
e. Towing vehicle must have two mirrors to reflect a rear view of 200 feet to the 

driver. 
 

f. When the load extends beyond the bed or body of the vehicle or trailer to the 
rear by 4 feet or more, the overhang shall be marked at the extreme end of 
the load with a 12” x 12” red flag during the day and a red clearance light 
during the night, if approved to be moved at night and shall be visible at a 
distance of 500 feet. 

 
g.  All commercial oversize vehicles must be equipped in accordance with the 

requirements and specifications of the Federal Motor Carrier Safety 
Regulations 49 CFR Parts 393 and 396. 
 

4. Official Escort Requirements 
 
a. The City of Fargo may require any overdimensional or overweight load to 

have an Official Police Escort depending on the size of the load and the route 
traveled.  Official Police Escorts can be obtained by contacting the Truck 
Regulatory Officer at 701-730-8668 or the Fargo Police Department at 701-
241-8175 a minimum of 24 hours prior to movement. An additional fee may 
be required for an escort other than the Truck Regulatory Officer.  The fee is 
set by the Fargo Police Department.   

 
b. Permit holders are required to have 1 pilot car following and an official police 

escort when the load reaches any one of the dimensions listed below. 
 

1. 16’ in width or wider on a single lane road, 
2. 20’ or wider on multi-lane roads 
3. 16’ in height or higher on any roadway. 

 
See Section IV for pilot car requirements. 
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5. General Size Limitations 
 

a. Overdimensional Permits shall not be issued for movements exceeding the 
vertical clearance under structures. If there is a bypass or exit ramp around 
structures, permits may be issued directing the movement around the 
structure. All movements exceeding 18’ in height must have written authority 
from utility companies to travel under overhead wires. Communication cables 
may be as low as 15’6”, traffic signal lights hanging over the roadway may be 
as low as 16’. 

1.  The City of Fargo list of bridges with vertical clearances will be 
referred to when issuing all over height permits and may cause over 
height movements to be given special route restrictions.  

2.   It is the permit applicant’s responsibility to determine the vertical 
clearance. 

 
b. Towed vehicles, such as rock crushers or conveyors, are subject to single trip 

permits if the length of the towed vehicle exceeds 60’. 
 

c. If an overwidth trailer or semi-trailer is needed to transport an oversize or              
overweight load, only one single trip permit will be required for the round trip   
movement. If an over length, modular type, semi-trailer is needed to transport 
an overweight load, only one single trip permit will be required for the round 
trip movement. 

 
6. General Conditions for all Overweight Movements 

 
a. No permit shall be issued for an overweight vehicle unless the vehicle is 

registered for the gross weight which the vehicle can legally carry without a 
permit, nor issued for loads that can be reasonably made to conform to legal 
limits.  Overdimensional Permits will be issued for hauling one piece of 
equipment only.  A dozer with blade attached is considered one piece.  If the 
blade is detached, it cannot be hauled on the same load. 

 
b. Overdimensional movements must satisfy the requirements of Federal Motor 

Carrier Safety Regulations 49 CFR Part 393. 
 

c. The rate of speed shall not exceed 25 mph if any axle grouping gross weight 
exceeds legal weight limits by more than 5,000 pounds, or if the gross vehicle  
weight is more than 120,000 pounds. Overweight loads must cross 
bridges/structures in the center lane at a rate of speed not to exceed 15 
MPH. 
 

d. Vehicles manufactured after July 31, 2005, and with more than one variable 
load, suspension or lift axles shall have the lock or pressure regulator valve 
or both located outside the cab and inaccessible from the driver’s 
compartment. 

 
e. Overweight permits are not valid for movement on flexible bituminous 

pavements when the atmospheric temperature is 85 F or above. 
 

1. Overweight loads that meet all tire and bridge length formula calculations 
for axle groupings may be granted an exception to move on asphalt if 
approved and noted on the Overdimensional Permit. 
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f. The hauling of loads that exceed the legal limits is a privilege granted where 
the property hauled or moved cannot be stripped down. If the weight as 
allowed by the permit is in fact more than the weight of the property for 
which the permit is issued, no additional property can be loaded. The weight 
must be as little over the legal limits as stripping will allow. 

 
g. Misrepresentation by the applicant or his agent or any false information listed 

on the permit form makes the permit void. 
 

h. Vehicles/trailers and/or combinations or equipment thereof found carrying 
greater axle or gross weights as shown on the permit form shall be subject to 
extraordinary road use fees as stated in the City of Fargo Overdimensional 
Policy and/or Fargo Municipal Code. 

 
i. Any false information or using any roads not listed under “Via Streets” on the 

permit form or violating any conditions or requirements of the City of Fargo 
Overdimensional Policy shall subject the load or equipment being moved to 
extraordinary road use fees as stated in the City of Fargo Overdimensional 
Policy. 

 
j. The traffic sides of all oversize vehicles shall be marked plainly with red flags 

so that the clearance width and vehicle length are readily determinable to 
drivers of other vehicles. Such flags shall be a minimum 18” x 18”. 

 
k. Vehicles of excessive width, while moving where it is difficult or hazardous 

for other vehicles to pass, shall provide flag persons 700 to 1500 feet ahead 
and to the rear, and as many other flag persons as are required to direct 
traffic safely. Mover must always allow traffic to pass at each crossroad or 
wherever a hazard develops. 

 
l. No movement of vehicles or equipment equipped with steel tires, cleats, 

blocks, studs, flanges or spikes within the City right of way on the roadway 
even if it is covered in snow or ice. 

 
m. Permittees are responsible for verifying vertical clearance of all structures on 

route before starting movement. During spring break up watch for roadway 
heaving under structures. During winter conditions snow and ice buildup can 
reduce the clearance height of underpasses and structures. 

 
n. The permit applicant agrees to comply with all highway regulations, the City 

of Fargo Overdimensional Vehicle Policy, to take all reasonable safety 
precautions and to be completely responsible for all personal and property 
damages what so ever. Applicant further agrees to repair at his/her expense, 
and to the satisfactory of the City of Fargo, all damages to streets or 
structures resulting from movement of the overdimensional load or 
equipment; such repair to be done in such manner as the City of Fargo may 
elect. All overdimensional loads shall maintain the vehicle within the marked 
driving lane and shall be responsible for the safety of the traveling public and 
all public infrastructure. 
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o. Axle weight limitations for vehicles and vehicle combinations, e.g. truck, 
truck-tractor and semi-trailer transporting a load or towaway, are subject to 
the following maximum permittable axle weights with an Overdimensional 
Permit: 

 
1. 600 pounds per inch of tire width is allowed on the steering axle when: 

a. The axle rating is greater than 20,000 pounds 
 

2. Single and tandem axle weights may not exceed 600 pounds per inch 
width of tire. A group of three or more axles may not exceed 550 pounds 
per inch width of tire. Metric tire sizes are converted to inches by dividing 
millimeters by 25.4. 

 
 
Tire Size Single Axle 

2 Tires 
Single Axle 
4 Tires 

Tandem Axle 
4 Tires 

Tandem Axle 
8 Tires 

Triple Axle 
12 Tires 

Quad Axle 
16 Tires 

8.2 9,840 # 19,680 # 19,680 # 39,360 # 54,120 # *68,000 # 
9 10,800 # 21,600 # 21,600 # 43,200 # 59,400 # *68,000 # 

10 12,000 # *24,000 # 24,000 # *45,000 # *60,000 # *68,000 # 
11 13,200 # *24,000 # 26,400 # *45,000 # *60,000 # *68,000 # 

285m(11.2) 13,440 # *24,000 # 26,880 # *45,000 # *60,000 # *68,000 #
295m(11.6) 13,290 # *24,000 # 27,840 # *45,000 # *60,000 # *68,000 #

12 14,400 # *24,000 # 28,800 # *45,000 # *60,000 # *68,000 #
315m(12.4) 14,880 # *24,000 # 29,760 # *45,000 # *60,000 # *68,000 #

13 15,600 # *24,000 # 31,200 # *45,000 # *60,000 # *68,000 #
14 16,800 # *24,000 # 33,600 # *45,000 # *60,000 # *68,000 #

365m(14.3) 17,160 # *24,000 # 34,320 # *45,000 # *60,000 # *68,000 #
15 18,000 # *24,000 # 36,000 # *45,000 # *60,000 # *68,000 #

385m(15.1) 18,120 # *24,000 # 36,240 # *45,000 # *60,000 # *68,000 #
16.5 19,800 # *24,000 # 39,600 # *45,000 # *60,000 # *68,000 #

425m(16.7) 20,040 # *24,000 # 40,080 # *45,000 # *60,000 # *68,000 #
17.5 21,000 # *24,000 # 42,000 # *45,000 # *60,000 # *68,000 #
18 21,600 # *24,000 # 43,200 # *45,000 # *60,000 # *68,000 #

20.5 *24,000 # *24,000 # *45,000 # *45,000 # *60,000 # *68,000 #
*Maximums includes all tolerances 

 
 

3. For all axle groupings of four axles or more, no axle shall exceed 19,000 
pounds per axle. 
 
a. On a group of four axles, the gross weight shall not exceed 68,000 

pounds; on a group of five axles, the gross weight shall not exceed 
85,000 pounds; and on a group of six axles, the gross weight shall 
not exceed 102,000 pounds. 

 
p. Axle weight limitations for self-propelled equipment mounted on a truck-type 

chassis. 
 

1. The following are the maximum permittable axle weights for fixed load 
equipment mounted on truck-type chassis such as truck cranes. Single 
and tandem axle weights may not exceed 650 pounds per inch width of 
tire; groupings with three or more axles may not exceed 550 pounds per 
inch width of tire. Metric tire sizes are converted to inches by dividing 
millimeters by 25.4. 
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Tire Size Single 

Axle 
2 Tires 

Single 
Axle 
4 Tires 

Tandem 
Axle 
4 Tires 

Tandem 
Axle 
8 Tires 

Triple 
Axle 
6 Tires 

Triple 
Axle 
12 Tires 

Quad 
Axle 
8 Tires 

Quad 
Axle 
16 Tires 

8.2 10,660 # 21,320 # 21,320 # 42,640 # 27,060 # 54,120 # 36,080 # *68,000 # 
9 11,700 # 23,400 # 23,400 # 46,800 # 29,700 # 59,400 # 39,600 # *68,000 # 

10 13,000 # 26,000 # 26,000 # *50,000 # 33,000 # *60,000 # 44,000 # *68,000 # 
11 14,300 # 28,600 # 28,600 # *50,000 # 36,300 # *60,000 # 48,400 # *68,000 # 

285m(11.2) 14,560 # 29,120 # 29,120 # *50,000 # 36,960 # *60,000 # 49,280 # *68,000 # 
295m(11.6) 15,080 # *30,000 # 30,160 # *50,000 # 38,280 # *60,000 # 51,040 # *68,000 # 

12 15,600 # *30,000 # 31,200 # *50,000 # 39,600 # *60,000 # 52,800 # *68,000 # 
315m(12.4) 16,120 # *30,000 # 32,240 # *50,000 # 40,920 # *60,000 # 54,560 # *68,000 # 

13 16,900 # *30,000 # 33,800 # *50,000 # 42,900 # *60,000 # 57,200 # *68,000 # 
14 18,200 # *30,000 # 36,400 # *50,000 # 46,200 # *60,000 # 61,600 # *68,000 # 

365m(14.3) 18,590 # *30,000 # 37,180 # *50,000 # 47,190 # *60,000 # 62,920 # *68,000 # 
15 19,500 # *30,000 # 39,000 # *50,000 # 49,500 # *60,000 # 66,000 # *68,000 # 

385m(15.1) 19,630 # *30,000 # 39,260 # *50,000 # 49,830 # *60,000 # 66,440 # *68,000 # 
16.5 21,450 # *30,000 # 42,900 # *50,000 # 54,450 # *60,000 # *68,000 # *68,000 # 

425m(16.7) 21,710 # *30,000 # 43,420 # *50,000 # 55,110 # *60,000 # *68,000 # *68,000 # 
17.5 22,750 # *30,000 # 45,500 # *50,000 # 57,750 # *60,000 # *68,000 # *68,000 # 
18 23,400 # *30,000 # *46,800 # *50,000 # 59,400 # *60,000 # *68,000 # *68,000 # 

20.5 26,650 # *30,000 # *46,800 # *50,000 # *60,000 # *60,000 # *68,000 # *68,000 # 
23.5 *30,000 # *30,000 # *46,800 # *50,000 # *60,000# *60,000 # *68,000 # *68,000 # 

*Maximums includes all tolerances 

2. The rear axles of a truck crane and the dollies mounted behind the truck 
crane are considered one combination. If a boom trailer or boom dolly is 
towed behind a truck crane, the towed trailer is considered a separate 
combination if the axles spacing is 8 feet or more behind the truck crane 
rear axle. 
a. The gross weight of axles or axle groupings on trailers or dollies pulled 

behind truck cranes or other fixed load vehicles cannot exceed axles 
weight limitations. 

3. For all axles groupings of four axles or more, no axle shall exceed 19,000 
pounds per axle. 
a. On a group of four axles, the gross weight shall not exceed 68,000 

pounds; on a group of five axles, the gross weight shall not exceed 
85,000 pounds; and on a group of six axles, the gross weight shall not 
exceed 102,000 pounds. 

4. Fixed loads such as 4-tired all terrain cranes that exceed 650 pounds per 
inch width of tire must be moved under the earthmoving equipment 
conditions. 

 
 
 7. North Dakota State, Cass County, West Fargo Permits 

 
a. ND Highway Patrol Oversized, Cass County, and West Fargo issued permits 

will be honored on the City truck route system provided the loads are in 
compliance with the City of Fargo Overdimensional Policy, the load utilizes 
the services of any truck stop adjacent to the interstate system when leaving 
the interstate system to enter City limits, and the load stays off the residential 
street system. 

 
b.   If the load is not utilizing the services of a truck stop adjacent to the interstate 

system as described in part (a) ND Highway Patrol Oversized issued permits, 
Cass County, and West Fargo issued permits will be honored on the City 
truck route system provided the loads are in compliance with the City of 
Fargo Overdimensional Policy, the load stays off the residential street 
system, and condition 1 and one of the following conditions 2 through 4 listed 
below are satisfied. 
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1) A copy of the ND Highway Patrol Oversized Permit, Cass County and 
West Fargo Permits shall be faxed to the City of Fargo at 701-241-8101, 
24 hours prior to the load entering the City of Fargo or moving on City 
roads. Failure to fax a copy of the issued ND Highway Patrol Oversized 
Permit, Cass County and West Fargo Permits shall subject the owner 
and/or operator of the load to all fees, fines, penalties and/or processes 
contained in the Fargo Municipal Code including the City of Fargo 
extraordinary road fee schedule as authorized by Article 8-09 of the City 
of Fargo Municipal Code. 

 
 

2) The origin of the load is the owner’s primary place of business (i.e. 
shop/office) and the load has a destination outside the City of Fargo and 
the load remains on the City Truck Routes. 

 
3) The origin and destination of a load is outside the City of Fargo and the 

load remains on the City Truck Routes. 
If any axle groupings are equal to or exceed the weights listed below a-e, 
then a City of Fargo Overdimensional Permit is required. If an axle 
grouping or single axle has two tires, then check with the City of Fargo to 
see if a permit is needed based on your tire size. The following axle 
weights are based upon four tires per axle: 

a. Single Axle weight 25,000 pounds 

b. Tandem Axle Weight 42,000 pounds 

c. Triple Axle Weight 54,000 pounds 

d. Quad Axle Weight 64,000 pounds 

e. Five Axle Weight 80,000 pounds 

 
4) The origin of the load is outside the City of Fargo and the loads 

destination is the owner’s primary place of business (i.e. shop/office) 
within the City of Fargo and the load remains on the City Truck Routes. 
 

c.   ND Highway Patrol Oversized Permits, Cass County and West Fargo Permits 
will not be honored by the City of Fargo if the load requires an Official Police 
Escort under this policy. The combination of height, width, length, weight, and 
the route traveled by a load, may require the movement to have a City of 
Fargo Overdimensional Permit. 
 

 8. Additional Conditions for all Overweight Movements 
 

a. Loads shall be broken down as follows, if requested by the City of Fargo: 
 

1) Blades and rippers must be removed from dozer and hauled 
separately. 

2) All scrapers must be split and hauled separately. 
3) Counterweights must be removed from cranes and hauled 

separately. 
4) Counterweights and buckets must be removed from backhoes and 

hauled separately. 
5) Transformers must be drained of oil. 
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b. All movements are subject to approval by the City of Fargo and may 

require a City of Fargo Overdimensional Permit, even if a permit has been 
obtained from the ND Highway Patrol, Cass County, or from any other State, 
County, or City. 

 
9. Additional conditions for movement of overweight self-propelled 

earthmoving equipment such as scrapers, rubber-tired dozers, motor 
graders, and loaders. All equipment with tires that are 26.5 inches wide or 
greater shall fall into this classification, i.e. self-propelled rough terrain 
cranes. 

 
a. The maximum permissible axle weight when roading earthmoving equipment 

on the truck route system is 36,000 pounds per axle or 550 pounds per inch 
width of tire per axle configuration, except as authorized by the City 
engineers. 

 
b. City engineers may authorize permits when the axle weights exceed allowed 

limits or 550 pounds per inch width of tire per axle configuration, up to a 
maximum of 52,000 pounds with an overweight charge. (See Part XVI) 

 
c. Earth moving equipment is not allowed to be loaded with material when 

moving. Only one scraper may be towed behind a quad track or tractor. 
 

d. Prior to roading self-propelled earthmoving equipment, tires shall be deflated 
when cold, to 30 pounds pressure when traveling on flexible bituminous 
pavement. Cold means after the vehicle has been standing for several hours 
or overnight. Maximum speed for movement is 20 mph and a pilot car is 
required to follow. 

 
e. All restrictions and requirements of this permit policy apply to self-propelled 

earthmoving equipment movements. 
 
 

10. Liability of Permittee 
 

a. The permittee, as a condition for obtaining an overdimensional permit, shall 
assume all responsibility for accidents, damage, or injury to any persons or 
damage to public or private property caused by the movement of any 
overdimensional vehicle or load covered by the permit while on public streets 
of the City of Fargo. 

 
b. The permittee agrees to indemnify and hold harmless the City of Fargo, their 

officers and employees from any and all claims resulting directly or indirectly 
from the movement of an overdimensional vehicle or load on any public street 
of the City of Fargo. 

 
c. The permittee is responsible for the accuracy on the permit form. Any 

violation, abuse, or false information voids the permit, subjecting the load or 
movement to an Extraordinary Road Use Fee that will be assessed at the 
legal gross vehicle weight of the traveled roadway, the legal axle weight, or 
the tire width allowance, whichever is the greater violation. 
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11. Special Mobile Equipment 
 

a. For the purpose of this policy, special mobile equipment shall mean every 
non-registered, overweight, self-propelled vehicle that is only incidentally 
operated or moved over a roadway. Permits issued for these types of 
machines will be valid for multiple movements made within one 24-hour 
period, or a one-way movement made within a three day period. 

 
b. Special mobile equipment shall include, but not limited to, the following 

vehicles: 
1)   Work over rigs 
2)   Truck cranes 
3)   Concrete pump trucks 
4)   Coil tubing trucks 
5)   Concrete belt placer 
 

 
 c. Special Mobile Equipment Requirements 

              
1) Special mobile equipment is subject to all axle, tire, and gross vehicle 

weight restrictions. Overweight fees are adjusted and allowed a maximum 
of 600 pounds on a non-divisible load single steering axle and 550 
pounds on all other axles per inch width of tire per axle configuration, up 
to the maximum allowed by Part XVI. Weights in excess of the tire 
allowance shall be assessed a $5 per 1000 pounds of additional weight 
per axle configuration. Gross vehicle weight shall follow Part XVI 
overweight fee schedule.  

 
2) During spring load restrictions and applications for a monthly permit; all 

special mobile equipment shall be charged according to the Part XVI 
overweight fee schedule for all axle configurations and gross vehicle 
weight. Weights exceeding Section II.E. during spring load restrictions 
shall be charged according to Section II.F.
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B.     Application Procedure 
 

 1.  Single trip permits can be obtained from the City Engineering Department 
 

a. Permit requests shall be made in person, via mail, or fax and submitted a 
minimum of 24 hours prior to movement. Office hours are Monday thru 
Friday 7:45 am to 4:30 pm. Any movement on Weekends must have the 
permit application faxed in by Friday at 7:45 am. The Engineering 
Department is closed on the following Holidays: 

 New Year’s Day, Martin Luther King Jr. Day, President’s Day, Good 
Friday, Memorial Day, Independence Day, Labor Day, Veteran’s Day, 
Christmas. When the holiday falls on a Saturday, the preceding Friday 
shall be the holiday. When the holiday falls on a Sunday, the following 
Monday shall be the holiday. 

 
b. The applicant must read the permit, fill out all information on the permit 

and sign the permit acknowledging the movement restrictions and 
requirements, and follow all City of Fargo Overdimensional Policy 
conditions. A new permit form shall be filled out each time an application 
is made you will not be allowed to white out and re-fax an old permit that 
was issued. 

 
c. Permits shall be approved and signed by the City Engineer or designees 

and shall be in possession of the driver prior to entering City limits or 
using any public roadway within the City of Fargo this includes parking, 
being located on, loading or driving overdimensional equipment on any 
public road within the City of Fargo right of way.  

 
d. Information required to obtain permits. 

 
1) Company name and address. 
2) Description of power unit: year, make, RGW, license number and 

state, tire sizes, and number of axles. Any vehicle that is permitted 
and does not have a license plate number, shall have the VIN 
number written in the License Box area on the permit form.  

3) Description of towed unit: type of unit, make and model, tire sizes, 
and number of axles. Includes full detailed description of load 
make model, and VIN/Serial # if the load has one. 

4) Overall dimensions of vehicle and load. 
5) Axle weights and gross weight of vehicles and load if an 

overweight permit is requested. 
6) Date of travel, point of origin and destination, and desired route to 

be traveled. 
 

e. The applicant is responsible for the accuracy on the permit form. Any 
violation, abuse, or false information voids the permit, subjecting the load or 
movement to an Extraordinary Road Use Fee that will be assessed at the 
legal gross vehicle weight of the traveled roadway, the legal axle weight, or 
the tire width allowance, whichever is the greater violation. 
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2. Urgent Unanticipated Movements 
 
 When an urgent unanticipated situation arises, such as a breakdown of 

equipment or a water main or sewer service needs immediate repair and a permit 
form cannot be submitted prior to the 24 hour notification before the movement of 
an overdimensional load, you may call-in the movement of the load obtaining 
verbal approval, stating the Name of Company, Description of Load, Origin of 
Load, Destination of Load, Streets Used, Load Dimensions, Axle Weights and 
Gross Vehicle Weight. A permit for this load must then be filled out and faxed to 
the City of Fargo Engineering Department by 9:00 A.M. the morning following the 
day of the movement or the City of Fargo will treat it as a failure to obtain a 
permit. The City Engineer or designee will determine what qualifies as an urgent 
movement, which includes the situations listed below see (6, 10, and 11). 

 
3.         Permit Fees 

 
a) $20 for each single trip permit. 
b) Overweight fees as per the overweight fee schedule.  (See Part XVI) 
c) Weights exceeding Section II.E. during spring load restrictions shall be 

charged according to Section II.F. 
d) Official, publicly-owned, emergency, or military vehicles shall not be required 

to pay charges for permits. (No fee to commercial hauler doing charity 
hauling.) Military and commercial haulers doing charity work will still be 
required to obtain an Overdimensional/Overweight Permit. 

e) $20 Repair/Service Fee with no overweight charge. 
f) $50 per 30 day period for each 10% Winter Weight Exemption Permit. 
g) Monthly Permits are the cost of a single trip permit times a factor of 10. The 

cost for a monthly permit will vary depending on the cost of a single trip 
permit with the added overweight fees. 

h) $50 plus overweight fees for each Monthly Snow Removal Permit. 
i) $150 fee for each Seasonal Snow Removal Permit. 
j) $500 fee for each Bridge Length Permit. 
k) $500 fee for each Yearly Overwidth Permit. 

 
 

4. Permits can be obtained from 
  
 City of Fargo Engineering Department 
 200 N 3rd Street, Fargo ND 58102 
 Phone Number = 701-241-1545 
 Fax Number = 701-241-8101 
 Website access = www.fargotruckroutes.com  

 
5. On-site Weight Verification & Escort Service 

 
Upon request, the City Truck Regulatory enforcement officer will provide escort 
services and on-site weight verification service prior to entering City streets to ensure 
the load is in compliance with the City of Fargo Overdimensional Policy. Weight 
verification and escort service will require a 24 hour notice prior to moving. Movement 
of the Overdimensional load shall be scheduled when the Truck Regulatory Officer is 
available.  
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6.        Repair/Service Policy for Overweight Loads 
 

A permit is required for an overdimensional vehicle/equipment in need of 
repair/service. However the overweight fee for moving the load shall be waived and 
only the $20.00 permit fee shall apply. Equipment must be moved from the jobsite to 
the repair/service shop and then after repairs or service has been completed the 
equipment must be moved back to the original origin of the load.  Equipment may be 
moved from the owner shop/place of business to the repair/service facility and then 
be brought back to the owner’s shop/place of business after repairs or service has 
been completed.  The repair/service policy does not apply if the equipment does not 
return to its original origin. The Applicant must write on the permit that the equipment 
is going in for “repairs or service”. The permit will also be valid for the return/reverse 
route and movement back to the original origin. After services/repairs have been 
completed the permitted must fax in the original approved/signed permit that was 
issued and write on the additional movement date that the load or equipment is 
moving back to the load’s original origin. 

 
7. Unloading Equipment 

 
 Unloading equipment on the street is prohibited unless deemed necessary by the City 

of Fargo. If the City of Fargo determines that unloading equipment on the street or 
that crossing a road with a piece of equipment is necessary permission may be 
obtained depending on circumstances determined to be valid by the City of Fargo. 
The City of Fargo will establish permit conditions of movement to ensure no damage 
is done to the street, curb, sidewalk or anything else within the path of travel of the 
equipment.  

                          
a. The applicant must indicate the size and type of load, area to be crossed, time 

frame, proposed procedures for minimizing the impacts on the road, and a traffic 
control plan which includes provisions for signing, flagging, detours, etc. 

b. The City of Fargo shall determine what measures will have to be taken to protect 
the roadway. The measures may include the placing of planking, embankment, or 
other weight distributing techniques. 

c. The City of Fargo will issue the permit detailing the roadway protection measures 
and the traffic control. 

d. The Fargo Truck Regulatory Officer shall oversee the movement to ensure that all 
measures in the permit have been followed. The permittee shall schedule the 
movement according to an available time designated by the Truck Regulatory 
Officer. 

 
8.       Definitions 

 
a. Non-Divisible Load means a load which cannot be readily or reasonably           

dismantled and which is reduced to a minimum practical size and weight. 
b. Divisible Load means a load which can be readily reduced or loaded to a legal 

weight. Examples are materials such as gravel, sand, concrete, dirt, snow, etc. 
 

9. Permit Cancellation or Modification Policy 
 

When circumstances delay the movement of an overdimensional load and the 
permittee needs to cancel or change the movement dates of an overdimensional 
permit, the permittee must call the City of Fargo Engineering Department the last valid 
day of the approved 3 day movement dates on the overdimensional permit. Permittee 
will need the following to change the permit: 
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a. A copy of the signed permit will need to be faxed in with the new dates changed 

and initialed by the permittee. 
b. Call and give an explanation why the permit needs to be cancelled, or the date 

changed. 
c. Any changes must be made by the last valid day of the approved 3 day movement 

date that the permit is valid for movement. 
d. If the load cannot be moved and it is after/before City of Fargo Engineering Office 

hours (7:45am-4:30pm Monday-Friday or Holidays), the permittee must then fax in 
the permit with a cover letter requesting the date change to the permit issued.  
The load dimensions and route must remain the same as approved on the permit 
to have a valid permitted movement. 

e. Failure to follow the above procedures listed under Permit Cancellation will result 
in the charge of the original permit issued and a requirement to obtain a 
second permit at full charge to move the load. 

f. There will be no cancellations or refunds once a permit has been issued for “10% 
Wintertime Weight Exemption Permits, “Monthly Overdimensional Permits”, 
“Yearly Overwidth Permits”, “Snow Removal Overdimensional Permits”, or “Bridge 
Length Permits”. 

 
10. Situations Endangering the Public Health, Safety, or Welfare including but not 

limited to Flood, Fire, or Earthquake: 
 

During a situation endangering the public health, safety, or welfare, there may be an 
urgent and immediate need for equipment and it is not in the public interest to require 
an overdimensional permit be in the vehicle prior to an overdimensional movement. 
Verbal approval to proceed without an overdimensional permit in the vehicle may be 
obtained from the Engineering Department or the Truck Regulatory Officer. After the 
movement is completed, a formal application for an overdimensional permit must be 
submitted to the Engineering Department within 24 hours. 

 
11. Movement After Dark, After Hours or Weekends/Holidays 

 If repair of an underground utility or service needs immediate repair and an 
overdimensional vehicle has to move to repair the service, the person moving the 
load may call in the overdimensional movement and get verbal approval to move 
during permit office hours. If it is after permit office hours and the service or utility 
needs immediate repair, a pre-approved load for utility/service repair may be moved. 
The pre-approved load must be the same truck, trailer and load that was pre-
approved prior to movement. The pre-approved permit must be submitted prior to 
moving, but the load may be moved prior to receipt of the permit. The pre-approved 
overdimensional vehicle/load will be restricted to a maximum height, width, length and 
weight in order to qualify, and route restrictions may be imposed. A pre-approved 
permit is a permit that is filled out and sent into the City of Fargo for approval to use 
as an afterhours emergency load and then can be used throughout the calendar year 
for emergencies as per this section, it will be valid from January 1 to December 31 of 
a calendar year and must be re-approved every year. If special approval has been 
granted to move between sunset and sunrise it must be documented on the permit 
and section III.3b.1&2 shall apply to the movement. 
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IV.     PILOT CAR POLICY 
 

PURPOSE: 
 
To establish a policy in the interest of public highway safety to show when pilot cars are required and 
what the requirements of the pilot car are when moving oversized and overweight loads. 
 
POLICY STATEMENT: 
 
The City of Fargo will require pilot cars as part of the permit conditions for the movement of vehicles 
and loads of extraordinary size and weight on the City street system. The City of Fargo may require 
any overdimensional movement to have a pilot car, depending on the size and the route being used. 
 
PROCEDURE: 
 
A. The following factors determine when pilot cars are required 
 

1. Overwidth Movements 
 

14.5’-15.99’ in width on single lane roads = 1 pilot car leading 
  16’ in width or wider on single lane roads = 1 pilot car following and 1 pilot car 
                  leading, and an official police escort 
                        16’-19.99’ in width on multi-lane roads = 1 pilot car following 

20’ or wider on multi-lane roads = 1 pilot car following and 1 pilot car 
            leading, and an official police escort                                         

 
2. Overlength Movements 

 
120’-149.99’ in length = 1 pilot car following 
150’ or longer in length = 1 pilot car following and 1 pilot car leading     

 
 
3. Overheight Movements 

 
                        15’-15.99’ in height = 1 pilot car leading 
                        16’ or higher in height = 1 pilot car following and 1 pilot car leading, and an 
         official police escort.                                                   
 

4. Overweight Movements 
 

a. All movements of self-propelled earthmoving equipment that are roaded shall 
have one pilot car follow the movement on all streets because of a maximum 
speed limit of 20 miles per hour. 

 
b. The City of Fargo may require one or two pilot cars on any overdimensional 

movement that exceeds the normal permissible weights and dimensions 
depending on the route traveled or other extenuating circumstances.  

 
5. Combinations of 1, 2, 3, or 4 may require one or more pilot cars and/or an official 

police escort as determined by the City Engineering Department. 
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B. Pilot Car Requirements 
 

1. All vehicles used as pilot cars must meet the following requirements: 
 

a. The vehicle must be a passenger vehicle or 2-axle truck only and must be 
operated as a single unit only. 

 
b. The vehicle must meet requirements of Title 39 NDCC. 

 
c. The driver of the pilot car must have a valid driver’s license and be 18 years of 

age or older. 
 

d. The vehicle must have on the highest part a sign that is minimum 12” in height 
and 60” in length with the words OVERSIZE LOAD on it.  The sign shall be 
yellow with black lettering.  The lettering shall not be less than 8” high and 1” 
brush strokes.  In addition, flashing amber lights shall be mounted on both 
ends of the sign.  In place of the two alternating lights, there can be one 
centrally mounted revolving amber light on the top of the sign. 

 
e. There shall be radio communication between the pilot car(s) and the vehicle 

being escorted. 
 

f. When not being used for an escort, all warning signs and lights must be 
completely covered or removed from the pilot car(s). 

 
g.        When a pilot car is required to precede or follow each movement, it shall 

maintain a distance that is reasonable, prudent and safe. 
 

2. When operating in convoy, additional pilot cars will not be required.  
 

3. OSHA does not require radio communication when escorting self-propelled 
earthmoving equipment. 
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V. 10 PERCENT WINTERTIME WEIGHT EXEMPTION PERMIT POLICY 
 
PURPOSE: 
 
To establish guidelines when 10 percent wintertime weight exemption permits can be issued.  
Permits will be valid between December 1 and March 7.  If spring load restrictions become effective 
prior to March 7, the 10 percent wintertime weight exemption permit is cancelled. 
 
POLICY STATEMENT: 
 
The City may issue 10 percent wintertime weight exemption permits for divisible loads. The permits 
will contain restrictions as deemed necessary by the City of Fargo.  Permits may be revoked by the 
City when the holder violates or abuses any privilege or conditions of a permit or provides any false 
information on the permit. 
 
PROCEDURE: 
 
A. Axle Weight Limitations 
 

1. Tire weight may not exceed 605 pounds (550 lbs. plus 10 percent) per inch width of 
tire. 

 
2. Single axle weight (4 tires) may not exceed 22,000 pounds (20,000 lbs. plus 10 

percent) on truck routes and 19,800 on Class A routes (18,000 lbs. plus 10 percent). 
 

3. Tandem axle weight (8 tires) may not exceed 37,400 pounds (34,000 lbs. plus 10 
percent) on truck routes and 35,200 pounds on Class A routes (32,000 lbs. plus 10 
percent), (not to exceed 18,700 lbs. per axle). 

 
4. Triple axle weight (12 tires) may not exceed 52,800 pounds (48,000 lbs. plus 10 

percent) on truck routes and 46,200 pounds on Class A routes (42,000 lbs. plus 10 
percent), (not to exceed 18,700 lbs. per axle). 

 
 
B. Gross Vehicle Weight Limitations 
 

1. Gross vehicle weights are determined by the number of axles and measurement of 
the interior and exterior bridge lengths. 

 
a. Example: 

 
1) 2 axles x 7 feet = 34,000 lbs. plus 10 percent = 37,400 lbs. 
2) 3 axles x 16 feet = 48,000 lbs. plus 10 percent = 52,800 lbs. 
3) 4 axles x 22 feet = 56,500 lbs. plus 10 percent = 62,150 lbs. 
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C. Travel Restrictions 
 

1. On some sections of City streets, it may be necessary to restrict axle weights to legal 
weights due to bridge structure limitations. 

 
2. The 10 percent wintertime weight exemption permit is not valid during spring load 

restrictions. 
 
D. Registration Requirement 
 

1. The registered gross weight does not have to include the additional 10 percent.  The 
vehicle must be registered for the maximum legal gross vehicle weight (GVW). 

  
2. The GVW cannot exceed 105,500 pounds on the truck route system, and 88,000 

pounds on Class A routes or 10% over the calculated weight of the vehicle’s Bridge 
Length Formula. 

 
E. Application Procedure 
 

1. The fee for the 10 percent wintertime weight exemption permit is $50 per vehicle per 
30 day period. The permit can be obtained from the City Engineer’s Office.  The 
permit will show the permissible weights and must be in possession when exceeding 
legal weight limits. 

 
2.       The wintertime 10 percent weight exemption will pertain to GVW, the axle

 configurations, tire widths, interior bridge, and exterior bridge.  
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VI. MONTHLY OVERDIMENSIONAL PERMIT POLICY 
 

PURPOSE: 
 
To allow for a permit that is valid for one month. 
 
POLICY STATEMENT: 
 
The City may issue a permit for eligible loads that is valid for one month.  The permit will contain 
restrictions as deemed necessary by the City of Fargo.  Permits may be revoked by the City when 
the holder violates or abuses any privilege or conditions of a permit or provides any false information 
on the permit. Monthly permits will not be valid for overweight loads during spring load 
restrictions. Excessive height, width, length and weight loads will not be able to obtain a monthly 
permit.  Overdimensional loads are prohibited from entering construction/work zones within the City 
of Fargo right of way where lanes are delineated, narrowed or detoured by traffic cones, tubes or 
barrels, entering such a zone voids the permit. Special permission to enter such a zone may be 
granted in writing by a permit issuing official if it is determined that the load can travel safely thru the 
work zone or if the work zone is owned and maintained by the contractor or subcontractor. 
 
PROCEDURE: 
 
A. Monthly Permits 
 

1. Fill out a permit the same as a single trip permit and list the “Movement From” and 
“Movement To” as various locations, list the “Via Street” used as various streets, 
list the “Date of Movement” as “Monthly xx/xx/20xx(start date)” the date you want to 
start the permit. The permit will be valid for one month after that the indicated start 
date.  

 
B. Application Procedure 
 

1. The fee for the monthly permit is a 10 factor multiplied by the cost of a single trip 
permit according to the Class A road use fee schedule. The permit can be obtained 
from the City Engineer’s Office. The permit shall show the permittable weights and 
dimensions and must be in possession when exceeding legal weight limits and 
dimensions. The permit will only be valid for the equipment it is permitted for, and the 
truck and trailer used to haul the equipment shall be the same as listed on the permit. 
Any vehicle that is permitted and does not have a license plate number, shall have 
the VIN number written in the License Box area on the permit form. 
 
 a. Example: 

 
 A single trip permit that has a total fee of $20. 

 
The $20 single trip permit is used and it is multiplied to a 10 factor. 

 
$20 x 10 = $200.00 for a permit that is valid for one month, except during 
spring weight restrictions. The cost for a monthly permit will vary depending on 
the cost of a single trip permit with the added overweight fees. 

 
The monthly permit may be beneficial if the same piece of equipment is 
moved 10 times or more a month. The permittee will not have to submit a 
permit application 24 hours in advance of each movement. The monthly permit 
shall be subject to all regulations and restrictions in the Overdimensional 
Policy. 
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C. Other 
 
 

1. The maximum weight permittable is 10% over the legal axle weight or axle grouping 
weight for a Class A road. 

a. Single Axle is permitted up to 19,800 pounds 
b. Tandem Axle is permitted up to 35,200 pounds 
c. Triple Axle is permitted up to 46,200 pounds 
d. Quad Axle is permitted up to 61,600 pounds 
e. 5 Axle group is permitted up to 77,000 pounds 

 
2. The Fargo Park District, Public and State Schools, and the Railroad may be approved for 

monthly permits that exceed 10% over legal axle weights, if approved by Engineering.  
 

3. Monthly Permits are not valid for any overweight movement on asphalt roads when the 
atmospheric temperature is 85 degrees Fahrenheit or greater unless it meets all tire and 
bridge length calculations for axle groupings and is approved and noted on the permit 
form. 

 
4. Maximum tolerances for height, width and length shall be as follows: 

a. Maximum Height is 14’ 
b. Maximum Width is 13.99’ 
c. Maximum Length is 75’ 
 

5. All special mobile equipment shall be charged according to the Part XVI overweight fee 
schedule for all axle configurations and gross vehicle weight for a monthly permit. 
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VII. YEARLY OVERWIDTH PERMIT POLICY 

 
PURPOSE: 
 
To allow for a permit that is valid for one calendar year for Overwidth only loads. 
 
POLICY STATEMENT: 
 
The City may issue an overwidth permit for eligible loads that is valid for one year.  The permit will 
contain restrictions as deemed necessary by the City of Fargo.  Permits may be revoked by the City 
when the holder violates or abuses any privilege or conditions of a permit or provides any false 
information on the permit. Overwidth loads that are 13.99’ or less in width will be able to obtain a 
yearly overwidth permit.   
 
PROCEDURE: 
 
A. Yearly Overwidth Permits 
 

1. Fill out a permit the same as a single trip permit and list the “Movement From” and 
“Movement To” as various locations, list the “Via Street” used as various streets, 
list the “Date of Movement” as “Overwidth 20xx”. The permit will be valid for one 
calendar year starting January 1, at 12:01am and expires December 31, at 11:59 pm.  

 
B. Application Procedure 
 

1. The fee for the yearly permit is $500. The permit can be obtained from the City 
Engineer’s Office. The permit shall show the permittable width and must be in possession 
when exceeding legal width. The permit will only be valid for the equipment it is permitted 
for, and the truck and trailer used to haul the equipment shall be the same as listed on 
the permit. Any vehicle that is permitted and does not have a license plate number, shall 
have the VIN number written in the License Box area on the permit form. Each Motor 
Vehicle shall be required to have a separate yearly permit and is allowed to pull different 
trailers with the power unit, all trailers pulled must be listed on the permit.   
 

2. Requests for a Yearly Permit shall be made to the City of Fargo Engineering Department. 
An application for a Yearly permit shall be completed as follows: 

 
a. Owner’s name, address, telephone and fax number. 
b. Vehicle description: year, make, model, serial number, license number, assigned unit 

number and registered gross vehicle weight. 
c. Description of load, trailers and License numbers of trailers and overall width. 

 
C.  Other   

 
1. The Yearly Permit will be issued to vehicles that qualify and are approved by the City of 

Fargo for moving overwidth loads that are 13.99’ or less in width. The annual fee is $500. 
The Yearly Permit expires December 31, 11:59 pm of the year it is issued. The yearly 
permit shall be subject to all regulations and restrictions in the Overdimensional Policy.  

 
2. Overwidth loads are prohibited from entering construction/work zones within the City of   

Fargo right of way where lanes are delineated, narrowed or detoured by traffic cones, 
tubes or barrels, entering such a zone voids the permit. Special permission to enter such 
a zone may be granted in writing by a permit issuing official if it is determined that the 
load can travel safely thru the work zone or if the work zone is owned and maintained by 
the contractor or subcontractor. 
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VIII. SNOW REMOVAL OVERDIMENSIONAL PERMIT POLICY 
  

PURPOSE: 
 
Policy is written due to the width of snow removal equipment and the inability to have a police escort 
or pilot cars when inclement weather exists while the snow removal equipment needs to move. This 
policy allows for a permit that is valid for snow removal. This permit shall be used only for the 
purpose of snow removal.  
 
POLICY STATEMENT: 
 
The City may issue a permit for the purpose of snow removal.  Permits may be obtained for one 
month or one snow season.  The permit will contain restrictions deemed necessary by the City of 
Fargo. Permits may be revoked by the City if the holder violates or abuses any privilege or condition 
of a permit, or provides any false information on the permit. Snow Removal permits will not be 
valid during spring load restrictions for any overweight equipment. 
 
PROCEDURE: 
 
A. Monthly Snow Removal Permits 
 
 Fill out a permit the same as a single trip permit and list the “Movement From” and 

“Movement To” as various locations, list the “Via Streets” used as various streets, list the 
“Date of Movement” as the date you want to start the permit, and it will be valid for one month 
after that date. Applicant must write on the permit that the equipment will be used for “snow 
removal”. If the snow removal equipment doesn’t have a license plate number, the permittee 
must list the VIN number in the License Box area on the permit form. The snow removal 
permit shall only be valid for the piece of equipment with the matching VIN or license number 
on the permit form. The fee for the Monthly Snow Removal Permit is $50 plus any overweight 
fees. The permit can be obtained from the City Engineer’s Office. The permit shall show the 
permissible weights and dimensions and shall be in possession when exceeding legal weight 
limits and dimensions. The permit will only be valid for the equipment it is permitted for on the 
permit. Snow Removal Permits can be obtained for any overdimensional equipment used for 
snow removal. 

 
B. Seasonal Snow Removal Permits 
 

Fill out a permit the same as a single trip permit and list the “Movement From” and 
“Movement To” as various locations, list the “Via Streets” used as various streets, list the 
“Date of Movement” as “Seasonal”. Seasonal Snow Removal Permits shall be valid from 
October 1 thru April 30 of one snow season.  Applicant must write on the permit that the 
equipment will be used for “snow removal”. If the snow removal equipment doesn’t have a 
license plate number, the permittee must list the VIN number in the License Box area on the 
permit form. The snow removal permit shall only be valid for the piece of equipment with the 
matching VIN or license number on the permit form. The fee for the Seasonal Snow Removal 
Permit is $150. The permit can be obtained from the City Engineer’s Office. The permit shall 
show the permissible dimensions and shall be in possession when exceeding legal 
dimensions. The permit will only be valid for the equipment it is permitted for on the permit. 
Seasonal Snow Removal Permits can be obtained for any overwidth equipment used for 
snow removal that does not exceed legal weights.  
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 C. Snow Removal Permit Conditions 

 
1. Any snow removal equipment that is over 10’ in width will require a permit when moving, 

however they will not be required to have a pilot car. Any overdimensional snow removal 
equipment that is 16’-22’ in overall width does not need to have an Official Police Escort 
or pilot car, provided that the equipment stays on multi-lane roads while traveling on City 
roads. The owner of the load will be able to use a single lane road to access the multi-
lane road if the single lane road is the direct path from the owner’s place of business to 
the multi-lane road. The snow removal equipment will also be able to use a single lane 
road if the road being traveled on is within 1000 feet of the multi-lane road and is the 
direct path to the area where snow removal is being performed. 

 
2. If the snow removal equipment exceeds 15.99’ in width and is traveling on a single lane 

road and doesn’t meet the conditions set forth in the above C-1 condition then the snow 
removal permit will not be valid and the movement will be subject to approval by the City 
of Fargo and will need to obtain a single trip Overdimensional Permit, and will require 
either the removal of the wide bucket, (to be hauled separately on a trailer) or have an 
Official Police escort. 

 
3. The equipment being moved shall not exceed a maximum speed limit of 25 MPH. 

 
4. All movements shall be in compliance with the City of Fargo Overdimensional Policy. 

 
5. Permits shall not be valid between the hours of 7:15am to 8:15am, 11:45am to 1:00pm, 

and 4:30pm to 5:45pm. 
 

6. 18” x 18” red or fluorescent orange flags shall be mounted near the extremities of the 
blade or snow pusher, OVERSIZED LOAD signs will not be required on snow removal 
equipment when roaded. 
 

7. When moving equipment between sunset and sunrise and when inclement weather 
exists, or visibility is poor vehicles must be equipped with the society of automotive 
engineers-approved class 1 lights and reflectors, in addition to those required in the North 
Dakota Century Code Chapter 39-21 and Code of Federal Regulations, Title 49, Part 
393.  

 
a. Clearance lights and clearance reflectors must be visible from the front, rear, and 

side, marking the outermost portion of the vehicle and load which extends beyond 8 
feet 6 inches. 

b. One rotating or two flashing amber lights shall be mounted above the cab and visible 
from the front and rear for a distance not less than five hundred feet under clear 
atmospheric conditions at night. If lights on the cab are not visible to the rear, 
additional flashing amber lights are required at the rear. 

 
8. Snow Removal Permits for any overweight equipment are valid November 1 until spring 

load restrictions are in effect. 
 

9. Snow removal equipment must yield to oncoming traffic. 
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IX. MANUFACTURED HOUSING OVERDIMENSIONAL POLICY 

 
 

A. Mobile Home Requirements 
 

1. No travel if wind velocity exceeds 25 mph 
2. When moving mobile homes and modular units with an overall width exceeding 14 feet 

6 inches including overhang, lighted flashing amber lights will be required on the front 
of the towing vehicle and on the rear of the mobile home or modular unit. The lights 
must be at least 4 inches in diameter and be visible for a minimum of 500 feet. 

3. Must have OVERSIZED LOAD signs at the front end or roof line of the towing vehicle 
and at the rear end of the mobile home or modular unit. Both signs must be at least 12 
inches in height and 60 inches in length. The letters shall be at least 8 inches high with 
1 inch brush stroke. The lettering shall be black on a yellow background. OVERSIZED 
LOAD sign and lights can be in front of the towing vehicle or on the top of the cab. All 
OVERSIZED LOAD signs must be covered or removed from the pilot car or towing unit 
when not being used. 

4. Tow Vehicle Requirements 
a. The tow vehicle must be equipped in accordance with the requirements and 

specifications of Parts 393 and 396 of 49CFR. 
b. The tow vehicle shall be equipped with at least one drive axle with 4 tires. 
c. The tow vehicle wheel base shall be a minimum of 100 inches. 
d. The tow vehicle shall have 2 outside mirrors, one on each side, to reflect a rear view 

of 200 feet to the driver. 
e. The tow vehicle must be a registered vehicle. Vehicles such as a farm tractor 

cannot be used as a tow vehicle. 
f. The rated gross vehicle weight of the tow vehicle shall be based on the base width 

of the manufactured housing which it is transporting as follows: 
1. MFG House Width 10 feet or less shall have a tow unit of a minimum 6,000 

pounds GVW rating 
2. MFG House Width 10 to 12 feet shall have a tow unit of a minimum 8,000 

pounds GVW 
3. MFG House Width greater than 12 feet shall have a tow unit of a minimum 

9,000 pounds GVW 
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X. WIND TOWER OVERDIMENSIONAL LOADS 

 
PURPOSE: 
 
To establish guidelines when Wind Towers are transported through the City of Fargo, to ensure the 
safety of the loads being moved and of the traveling motorists that are affected by the overdimensional 
movement.   
 
 
POLICY STATEMENT: 
 
Due to the combination of excessive height, width, length, and weight of wind tower loads traveling 
through the City of Fargo and the traffic they affect when moving, we have placed special conditions on 
transporting these loads on City roads. Wind tower loads are not able to obtain a monthly permit. 
 
CONDITIONS AND RESTRICTIONS: 
 

1. The City of Fargo will honor ND Highway Patrol Oversized-Overweight Permits for loads 
that are transported through the City of Fargo less than 16’ in height, and will not require 
a City of Fargo Overdimensional Permit as long as the following conditions are met:        
A copy of the Transporter’s ND Highway Patrol Oversized-Overweight Permit must 
be faxed to the City of Fargo 24 hours prior to entering Fargo City limits. Permits 
shall be faxed to 701-241-8101. All information on the ND Highway Patrol Oversized-
Overweight Permit shall be accurate.  Any inaccurate information listed on the ND 
Highway Patrol Oversized-Overweight Permit will void the North Dakota Highway Patrol 
permit. The City of Fargo will not honor a voided North Dakota Highway Patrol permit and 
the transported load and vehicle shall be subject to all fees, fines, penalties and/or 
processes contained in the Fargo Municipal Code including the City of Fargo 
extraordinary road fee schedule as authorized by Article 8-09 of the City of Fargo 
Municipal Code. 

2. If the height of the load being transported is equal to or greater than sixteen (16)’ a City 
of Fargo Overdimensional Permit is required. A police escort is required and a permit fee 
will apply even if a ND Highway Patrol Oversized-Overweight Permit is obtained. 

3. If any axle groupings are equal to or exceed the weights listed below a-e, then a City of 
Fargo Overdimensional Permit is required. If an axle grouping or single axle has two 
tires, then check with the City of Fargo to see if a permit is needed based on your tire 
size. The following axle weights are based upon four tires per axle: 

a. Single Axle weight 25,000 pounds 

b. Tandem Axle Weight 42,000 pounds 

c. Triple Axle Weight 54,000 pounds 

d. Quad Axle Weight 64,000 pounds 

e. Five Axle Weight 80,000 pounds 

4. The load being transferred stays on Highway 10 (Main Avenue) and doesn’t use any 
other streets within the city limits of Fargo. The route must be along Highway 10 (Main 
Avenue) to Interstate I-29. The load will require a City of Fargo Overdimensional Permit if 
any other route or streets are used within the city limits of Fargo or if the load has a 
destination inside the City of Fargo city limits. 
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5. Notwithstanding the ND Highway Patrol Permit, wind tower loads may not be 
transported through the City of Fargo City limits between 7:15am to 8:15am, 
11:45am to 1:00pm, and 4:30pm to 5:45pm. Any transportation of a wind tower load 
through the City of Fargo at these times will be a violation, and the load and vehicle shall 
be subject to all fees, fines, penalties and/or processes contained in the Fargo Municipal 
Code including the City of Fargo extraordinary road fee schedule as authorized by Article 
8-09 of the City of Fargo Municipal Code. 

6. The load being transported within the City of Fargo City Limits shall not exceed a 
maximum speed limit of 25 MPH and must have one pilot vehicle precede the load 
and one pilot vehicle follow the load being transported. Violation of any of these 
conditions/restrictions shall subject the load to the City of Fargo extraordinary road fee 
schedule as authorized by Article 8-09 of the City of Fargo Municipal Code.  

 
 
 
 ADDITIONAL CONDITIONS FOR WIND TOWER MOVEMENTS 
 

1. If the load being transported through the City of Fargo is less than sixteen (16)’ in 
height the transporter is not required to obtain a City of Fargo Overdimensional 
Permit. The load will only need a ND Highway Patrol Oversized-Overweight 
Permit. All non-compliance loads and vehicles shall be subject to all fees, fines, 
penalties and/or processes contained in the Fargo Municipal Code including the City 
of Fargo extraordinary road use fee schedule as authorized by Article 8-09 of the City 
of Fargo Municipal Code. 
 

2. All loads being transported shall be in compliance with the City of Fargo 
Overdimensional Policy and the ND Highway Patrol Oversized and Overweight 
Policy. Any violation of the conditions and restrictions on wind tower loads items 1-5 
and/or the City of Fargo Overdimensional Policy shall subject the load being 
transported to the City of Fargo extraordinary road use fee schedule as authorized by 
Article 8-09 of the City of Fargo Municipal Code. A copy of the City of Fargo 
Overdimensional Policy may be obtained by calling 701-241-1545 or by downloading 
it at:  www.fargotruckroutes.com 
 
If any of the above conditions and restrictions cannot be, or are not met, the 
transporter will be required to obtain a City of Fargo Overdimensional Permit.  If an 
Overdimensional Permit is not obtained, the Transporter will be subject to all fees, 
fines, penalties and/or processes contained in the Fargo Municipal Code. 
 

   The applicant is responsible for the accuracy on the permit form. Any violation, abuse, 
 or false information voids the permit, subjecting the load or movement to an 
 Extraordinary Road Use Fee that will be assessed at the legal gross vehicle weight of 
 the traveled roadway, the legal axle weight, or the tire width allowance, whichever is 
 the greater violation. 

 
It is our hope we all can work together and follow the restrictions imposed and get the 
wind tower loads moved through the City of Fargo safely, and with the least amount of 
impact on our traveling public. 
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XI. BRIDGE LENGTH PERMIT POLICY 
 
 

PURPOSE: 
 
To establish guidelines when permits will be issued for legal size divisible load vehicles exceeding axle 
weight limitations allowed within the City of Fargo City limits. 
 
POLICY STATEMENT: 
 
The City may issue Bridge Length permits for the transportation of divisible loads.  The permits will 
contain restrictions as deemed necessary by the City of Fargo. The City of Fargo has the authority to 
inspect the vehicles and permits may be revoked by the City when the holder violates or abuses any 
privilege or conditions of a permit or provides any false information on the permit. 
 
PROCEDURE: 
 
A. Vehicle Requirements 
  

1. Vehicles must have a sufficient number of axles and bridge lengths for gross vehicle weights 
as shown on the Bridge Length Axle Weight Limitations Chart. 

 
2. No tire shall exceed 550 pounds per inch width of tire. 

 
3. On a vehicle equipped with more than 4 axles, additional axles shall be steerable, castering, 

or pivoting axles. 
 

4. Vehicles manufactured after July 31, 2005, and with more than one variable load, 
suspension or lift axles shall have the lock or pressure regulator valve or both located 
outside the cab and inaccessible from the driver’s compartment. 

 
5. Tires and axle weights must be legal. 

 
6. The maximum gross vehicle weight may not exceed 105,500 pounds on the non-restricted 

truck route system, and 80,000 pounds on the non-truck route system. All maximum gross 
vehicle weights are subject to the Bridge Length Formula. Maximum gross vehicle weight is 
either the maximum allowed as per designation of the roadway or the bridge length formula 
calculation, whichever is the least amount of weight allowed. 

 
7. Vehicles must be registered for the gross weight of the vehicle and load. 

 
B. Travel Restrictions 
  

1. Permit must be in possession prior to starting any movement. 
 
2. Bridge Length Permits are not valid during spring weight restrictions. 
 
3. The Bridge Length Permit cannot be used in conjunction with the 10 percent wintertime 

weight exemption permit. 
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C. Application Procedure 

  
1. Requests for a Bridge Length Permit shall be made to the City of Fargo Engineering 

Department. An application for a bridge length permit shall be completed as follows: 
 

a. Owner’s name, address, telephone and fax number. 
b. Vehicle description: year, make, model, serial number, license number, assigned unit 

number and registered gross vehicle weight. 
c. Number of axles, axle spacing, number of tires and tire size. 
d. Approved weight. 

 
2. The Bridge Length Permit will be issued to vehicles that qualify and are approved by the City 

of Fargo for the axle weight exemption. The annual fee is $500. 
 

3. The annual Bridge Length Permit expires December 31 of the year it is issued. Bridge Length 
Permits will not be valid during spring weight restrictions. 
 

Vehicles approved for the Bridge Length Permit are subject to inspection and weighing at the discretion 
of any peace officer or City designee. Alteration of equipment previously approved for exemption voids 
the Bridge Length Permit.  

  
 
Sample Permit Truck that can be approved for Bridge Length Permit 
 

 
 
 
Steering Axle =  16.7” tires = 18,370 lbs. or Manufacturer’s rated tire weight, whichever is less. 
Stinger Single Axle =  11” tires = 12,100 lbs. or Manufacturer’s rated tire weight, whichever is less. 
5 Axle Grouping =  57,500 lbs. with bridge permit, depends on the spacing of the individual axles 
within the 5 axle grouping – 48,000 lbs. Truck Route/42,000 lbs. Non-Truck Route without bridge 
permit. 
Tire Width =  No tire shall exceed 550 lbs. per inch width of tire. 
Maximum Gross Vehicle Weight =  No Vehicle shall exceed 80,000 lbs on Class A and Class 1 
roads and 105,500 lbs. on the Truck Route system. All maximum gross vehicle weights are subject 
to the Bridge Length Formula. Maximum gross vehicle weight is either the maximum allowed as per 
designation of the roadway or the bridge length formula calculation, whichever is the least amount of 
weight allowed. 
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City of Fargo Bridge Length Axle Weight Limitations Chart 

W = Maximum weight in pounds on any group of two or more axles 
                         LN        L = Distance in feet between extremes of any group of two or more consecutive axles 

W = 500(   N-1   +12N+36)    N = Number of axles in group under consideration  
Distance in feet between 
The extremes of any groups of MAXIMUM LOAD IN POUNDS CARRIED ON ANY GROUP OF 2 OR MORE CONSECUTIVE AXLES 
2 or more consecutive  
Axles 

2 Axles 3 Axles 4 Axles 5 Axles 6 Axles 7 Axles 8 Axles                  9 Axles  
4 34,000  
5 34,000 
6 34,000  
7 34,000 34,000 
8 38,000 42,000 
9 39,000 43,000 
10 40,000* 43,500  
11  44,500 
12  45,000 50,000 
13  46,000 50,500 
14  46,500 51,500                       57,000 
15  47,500 52,000                       57,500  
16  48,000 52,500 58,000 
17  49,000 53,500 58,500 
18  49,500 54,000 59,500 
19  50,500 54,500 60,000 
20  51,000 55,500 60,500 66,000  
21  52,000 56,000 61,000 66,500 
22  52,500 56,500 62,000 67,000 
23  53,500 57,500 62,500 68,000 
24  54,000 58,000 63,000 68,500 74,000 
25  55,000 58,500 63,500 69,000 74,500  
26  55,500 59,500 64,500 69,500 75,000 
27  56,500 60,000 65,000 70,000 76,000 80,000 
28  57,000 60,500 65,500 71,000 76,500 82,000 
29  58,000 61,500 66,000 71,500 77,000 82,500 
30  58,500 62,000 67,000 72,000 77,500 83,000   
31  59,500 62,500 67,500 72,500 78,000 84,000 80,000 
32  60,000* 63,500 68,000 73,000 78,500 84,500 90,000 
33   64,000 68,500 74,000 79,500 85,000 90,500 
34   64,500 69,500 74,500 80,000 85,500 91,000 
35   65,500 70,000 75,000 80,500 86,000 91,500  
36 Two consecutive sets of tandem axles may 66,000 70,500 75,500 81,000 86,500 92,500 
37 carry a gross load of 34,000 pounds each 66,500 71,000 76,000 81,500 87,000 93,000 
38 provided the overall distance between the first 67,500 72,000 77,000 82,000 87,500 93,500 
39 and last axles of such consecutive sets of 68,000 72,500 77,500 83,000 88,500 94,000 
40 tandem axles is 36 feet or more 68,500 73,000 78,000 83,500 89,000 94,500  
41   69,500 73,500 78,500 84,000 89,500 95,000 
42   70,000 74,500 79,000 84,500 90,000 95,500 
43   70,500 75,000 80,000 85,000 90,500 96,000 
44   71,500 75,500 80,500 85,500 91,000 97,000 
45   72,000 76,000 81,000 86,500 91,500 97,500  
46   72,500 77,000 81,500 87,000 92,500 98,000 
47   73,500 77,500 82,000 87,500 93,000 98,500 
48   74,000 78,000 83,000 88,000 93,500 99,000 
49   74,500 78,500 83,500 88,500 94,000 99,500 
50   75,500 79,500 84,000 89,000 94,500 100,000  
51   76,000 80,000 84,500 90,000 95,000 100,500 
52   76,500 80,500 85,000 90,500 95,500 101,500 
53   77,500 81,000 86,000 91,000 96,500 102,000 
54   78,000 82,000 86,500 91,500 97,000 102,500 
55   78,500 82,500 87,000 92,000 97,500 103,000  
56   79,500 83,000 87,500 92,500 98,000 103,500 
57 Gross weight limit on residential streets 80,000* 83,500 88,000 93,500 98,500 104,000 
58    84,500 89,000 94,000 99,000 104,500 
59    85,000 89,500 94,500 99,500 105,000 
60    85,500 90,000 95,000 100,500 105,500*  
61    86,000 90,500 95,500 101,000 
62    87,000 91,000 96,000 101,500 
63    87,500 92,000 97,000 102,000 
64    88,000 92,500 97,500 102,500 
65    88,500 93,000 98,000 103,000  
66    89,500 93,500 98,500 103,500 
67    90,000 94,000 99,000 104,500 
68    90,500 95,000 99,500 105,000 
69    91,000 95,500 100,500 105,500* 
70    92,000 96,000 101,000  
71    92,500 96,500 101,500 
72    93,000 97,000 102,000 
73    93,500 98,000 102,500 
74    94,500 98,500 103,000 
75    95,000 99,000 104,000  
76    95,500 99,500 104,500 
77    96,000 100,000 105,000 
78    97,000 101,000 105,500* 
79    97,500 101,500 
80    98,000 102,000  
81    98,500 102,500 
82    99,500 103,000 
83    100,000* 104,000 
84     104,500  *Maximum Gross Weight 
85     105,000 
86     105,500*  



 

                                                                        - 39 -                                                Revised 7-10-17 

 
 

XII. IMPLEMENTS OF HUSBANDRY 
 

 
PURPOSE: 
 
To establish guidelines for movements of Overdimensional Implements of Husbandry within the City Limits 
of the City of Fargo, to ensure the safety of the traveling motorists that are affected by the overdimensional 
movement. 
 
DEFINITIONS: 
 
“Implement of Husbandry” means every vehicle designed and adapted exclusively for agricultural, 
horticultural, or livestock-raising operations or for lifting or carrying an implement of husbandry. Implements 
of Husbandry must be moved by resident farmers, ranchers, governmental entities, dealers or 
manufacturers between sunrise and sunset. 
 
POLICY STATEMENT: 
 
Due to the combination of excessive height and width, of some implements of husbandry traveling through 
the City of Fargo and the traffic they affect and safety hazards they impose when moving, we have placed 
special conditions on transporting or moving these loads on City roads.  
 
PROCEDURE: 
 
A. Implements of Husbandry Requirements 
  

1. Any Implement of Husbandry that exceeds 14’ 6” in width or 15’ 6” in height will require a City 
of Fargo Overdimensional Permit to move within the City of Fargo. Permits must be in 
possession prior to starting any movement. They will contain such other restrictions as deemed 
necessary by the Permit Issuing Official. 
 

a. Width Exemptions that do not require a permit: 
 

1. Implements of Husbandry 14’6”-20’ in width on multi-lane roads 
 
2. Implements of Husbandry that exceed 14’6” on single lane roads but do not cross 

the center line or travel on the unpaved section of the roadway. 
 

2. The City of Fargo has the authority to inspect the vehicles and permits may be revoked by the 
City when the holder violates or abuses any privilege or conditions of a permit or provides any 
false information on the permit. 

 
3. The permit fee for all implements of husbandry is waived, unless a police escort is required in 

which case a $20 fee will apply. If the overdimensional implement of husbandry is moved 
without the required police escort, the vehicle shall be subject to all fines and any extraordinary 
road use fees that apply.  
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4. General Travel Restrictions 

 
a.   Permits shall not be issued or valid for overdimensional movements between sunset and 

sunrise, unless approved by the City of Fargo and the vehicle is properly lighted as per 
general safety requirements. 

 
b.   Permits shall follow all the restrictions set forth in section III-2 “General Travel Restrictions” 

in the overdimensional policy. 
 

 
5. General Safety Requirements 

 
a. Overwidth movements that exceed 10’ in width shall have a minimum 18” x 18” red or bright 

orange flags displayed on the traffic side front and rear. 
 
b. Must yield one-half of the roadway to other traffic at all times. 

 
c. Overwidth movements that are authorized to travel between sunset and sunrise shall meet the 

lighting requirements as provided for in the North Dakota Century Code Chapter 39-21 and 
section III.3b.1&2 shall apply to the movement. 
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XIII. GOVERNMENT ENTITY SNOW REMOVAL OVERSIZE AND OVERWEIGHT MOVEMENTS 

 
 

PURPOSE: 
 
To establish a policy for emergency movement authorization on the City of Fargo road system of oversized 
and overweight Government Entity snow removal equipment moved by the City of Fargo, surrounding 
Municipalities, Counties, States, Military and Government Entity Contracted. 
 
DEFINITIONS: 
 
“Government  Entity Snow Removal Equipment” means every vehicle designed for and being actively used 
for snow and ice removal on public roadways by the City of Fargo and entities of the City of Fargo, 
surrounding Municipalities, Counties, States and entities of the State, Military, or Private Entities that have 
been contracted by the State, County, or Local Government . Equipment shall be those loaded with salt, 
sand, chemicals or a combination thereof, with or without a plow or blade attachment being used for the 
purpose of spreading the material on public roads that are or may become slick or icy or removal of snow 
on public roadways. 
 
POLICY STATEMENT: 
 
Due to the safety hazards that slick, icy or snow covered roads impose to the traveling public, the City of 
Fargo has established this policy in accordance with CFR Title 23 658.5, CFR Title 49 390.3.f.2 and North 
Dakota Highway Patrol Policy 9-18 Letter C Number 2.  
 
PROCEDURE: 
 
A. Authority for partial exemption to the City of Fargo Overdimensional Policy has been granted by the 

City of Fargo for the following movements. 
  

1. Government Entity snow removal equipment and loads are not required to have Overdimensional 
Permits. 
a. Government Entity snow removal equipment is exempt from time travel restrictions and is 

authorized to travel between sunset and sunrise. 
b. Government Entity snow removal equipment is exempt from all general and safety travel 

restrictions, conditions, pilot car requirements, Police escorts, and Section VIII Snow Removal 
Overdimensional Permit Policy. 
 

2.  Government Entity snow removal equipment shall be treated as a non-divisible load and shall stay 
within the max weight that can be permitted according to Section XVI.  
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XIV. GOVERNMENT ENTITY OVERSIZE AND OVERWEIGHT MOVEMENTS 
 

 
PURPOSE: 
 
To establish a policy for movement authorization on the City of Fargo road system of oversized and 
overweight Government Entity equipment moved by the City of Fargo, surrounding Municipalities, 
Counties, States, and Military. 
 
DEFINITIONS: 
 
“Government Entity Equipment” means every vehicle and load used on public roads by the City of Fargo, 
surrounding Municipalities, Counties, States, and Military.  
 
POLICY STATEMENT: 
 
The City of Fargo has established this policy in accordance with CFR Title 49 390.3.f.2.  
 
PROCEDURE: 
 
A. Authority for partial exemption to the City of Fargo Overdimensional Policy has been granted by the 

City of Fargo for the following movements. 
  

1. Government Entity equipment and loads are not required to have Overdimensional Permits. 
 
a. Government Entity equipment is exempt from time travel restrictions and is authorized to 

travel between sunset and sunrise. 
b. Government Entity equipment is exempt from all general and safety travel restrictions, 

conditions, pilot car requirements, Police escorts. 
 

2. Government Entity equipment shall stay within the legal weight allowed for a divisible load. 
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XV. EXTRAORDINARY ROAD USE FEE SCHEDULE 
 
 
Any vehicle found in excess of the weight limitations imposed without a permit shall be charged a fee 
according to the extraordinary road use fee schedule as authorized by Article 8-09 of the City of Fargo 
Municipal Code, restated below. 
  
                            POUNDS OVER LEGAL WEIGHT             OVERWEIGHT FEE 

1-1,000 $20.00 
1,001-2,000 $40.00 
2,000-3,000 $60.00 
3,001-4,000 $140.00 
4,001-5,000 $220.00 
5,001-6,000 $305.00 
6,001-7,000 $380.00 
7,001-8,000 $495.00 
8,001-9,000 $575.00 

9,001-10,000 $655.00 
10,001-11,000 $1,100.00 
11,001-12,000 $1,200.00 
12,001-13,000 $1,300.00 
13,001-14,000 $1,680.00 
14,001-15,000 $1,800.00 
15,001-16,000 $1,920.00 
16,001-17,000 $2,550.00 
17,001-18,000 $2,700.00 
18,001-19,000 $2,850.00 
19,001-20,000 $3,000.00 
20,001-21,000 $4,200.00 
21,001-22,000 $4,400.00 
22,001-23,000 $4,600.00 
23,001-24,000 $4,800.00 
24,001-25,000 $5,000.00 
25,001-26,000 $5,200.00 
26,001-27,000 $5,400.00 
27,001-28,000 $5,600.00 
28,001-29,000 $5,800.00 
29,001-30,000 $6,000.00 

         
           An additional fee of $200.00 for every 1,000 pound increase over 
           30,000 pounds consistent with the formula above.  
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XVI. OVERWEIGHT PERMIT FEE SCHEDULE 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

CITY OF FARGO ENGINEERING DEPARTMENT 
200 NORTH 3RD STREET 

FARGO ND 58102 
 

PHONE: 701-241-1545 
FAX: 701-241-8101 

 
WWW.FARGOTRUCKROUTES.COM 
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Fee schedule for weights exceeding restricted gross vehicle weight 
(Weights to be rounded off to the nearest ton) 

 
GVW TRUCK ROUTE CLASS A CLASS 1 CLASS 2

66,000 - - - $5
68,000 - - - $10
70,000 - - - $15
72,000 - - - $20
74,000 - - - $25
76,000 - - - $30
78,000 - - - $35
80,000 - - - $40
82,000 - - - $45
84,000 - - - $50
86,000 - - - $55
88,000 - - - $60
90,000 - - - $65
92,000 - - $5 $70
94,000 - - $10 $75
96,000 - - $15 $80
98,000 - - $20 $85

100,000 - - $25 $90
102,000 - - $30 $95
104,000 - - $35 $100
106,000 - - $40 $105
108,000 - - $45 $110
110,000 - - $50 $115
112,000 - - $55 $120
114,000 - - $60 $125
116,000 - - $65 $130
118,000 - - $70 $135
120,000 - - $75 $140
122,000 - - $80 $145
124,000 - - $85 $150
126,000 - - $90 $155
128,000 - - $95 $160
130,000 - - $100 $165
132,000 - - $105 $170
134,000 - - $110 $175
136,000 - - $115 $180
138,000 - - $120 $185
140,000 - - $125 $190
142,000 - - $130 $195
144,000 - - $135 $200
146,000 - - $140 $205
148,000 - - $145 $210
150,000 - - $150 $215
152,000 - $5 $155 $220
154,000 - $10 $160 $225
156,000 - $15 $165 $230
158,000 - $20 $170 $235
160,000 - $25 $175 $240
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GVW TRUCK ROUTE CLASS A CLASS 1 CLASS 2
162,000 - $30 $180 $245
164,000 - $35 $185 $250
166,000 - $40 $190 $255
168,000 - $45 $195 $260
170,000 - $50 $200 $265
172,000 - $55 $205 $270
174,000 - $60 $210 $275
176,000 - $65 $215 $280
178,000 - $70 $220 $285
180,000 - $75 $225 $290
182,000 - $80 $230 $295
184,000 - $85 $235 $300
186,000 - $90 $240 $305
188,000 - $95 $245 $310
190,000 - $100 $250 $315
192,000 - $105 $255 $320
194,000 - $110 $260 $325
196,000 - $115 $265 $330
198,000 - $120 $270 $335
200,000 - $125 $275 $340
202,000 - $130 $280 $350
204,000 - $140 $290 $360
206,000 - $150 $300 $370
208,000 - $160 $310 $380
210,000 - $170 $320 $390
212,000 - $180 $330 $400
214,000 - $190 $340 $410
216,000 - $200 $350 $420
218,000 - $210 $360 $430
220,000 - $220 $370 $440
222,000 - $230 $380 $450
224,000 - $240 $390 $460
226,000 - $250 $400 $470
228,000 - $260 $410 $480
230,000 - $270 $420 $490
232,000 - $280 $430 $500
234,000 - $290 $440 $510
236,000 - $300 $450 $520
238,000 - $310 $460 $530
240,000 - $320 $470 $540
242,000 - $330 $480 $550
244,000 - $340 $490 $560
246,000 - $350 $500 $570
248,000 - $360 $510 $580
250,000 - $370 $520 $590

 
 
Legal Gross Vehicle Weight 
 
Non-Restricted Truck Route = 105,500 pounds 
Class A and Class 1 Route = 80,000 pounds 
Class 2 = 65,000 pounds 
 
All maximum gross vehicle weights are subject to the Bridge Length Formula. Maximum gross vehicle weight is 
either the maximum allowed as per designation of the roadway or the bridge length formula calculation, 
whichever is the least amount of weight allowed. 
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Permit Fee Schedule 
Weights exceeding restricted axle weight, 

 (Weight to be rounded off to nearest 1,000 pounds) 
 

Single Axle (1 Axle) 
 

SINGLE AXLE TRUCK ROUTE CLASS A CLASS 1 CLASS 2 
WEIGHT 
13,000 - - - $5
14,000 - - - $10
15,000 - - - $15
16,000 - - $5 $20
17,000 - - $10 $25
18,000 - - $15 $30
19,000 - $5 $20 $35
20,000 - $10 $25 $40
21,000 $5 $15 $30 $45
22,000 $10 $20 $35 $50
23,000 $15 $25 $40 $55
24,000 $20 $30 $45 $60
25,000 $25 $35 $50 $65
26,000 $30 $40 $55 $70
27,000 $35 $45 $60 $75
28,000 $40 $50 $65 $80
29,000 $45 $55 $70 $85

 30,000* $50 $60 $75 $90
 

Above weights must be approved by City of Fargo Engineering 
*30,000 pounds is the max weight that can be permitted on a single axle 

 
Legal Single Axle Weights 
 
Non-Restricted Truck Route = 20,000 pounds 
Class A Route = 18,000 pounds 
Class 1 Route = 15,000 pounds 
Class 2 Route = 12,000 pounds 
 
All axle weights are subject to the Bridge Length Formula or numbers of tires and size of tires. Maximum axle 

weight is either the maximum allowed as per designation of the roadway, the bridge length formula calculation, 
or number of tires and size of tires, whichever is the least amount of weight allowed. 
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Permit Fee Schedule 
Weights exceeding restricted axle weight, 

 (Weight to be rounded off to nearest 1,000 pounds) 
 

Tandem Axle Weights (2 Axle) 
 

TANDEM AXLE TRUCK ROUTE CLASS A CLASS 1 CLASS 2 
WEIGHT 
25,000 - - - $5
26,000 - - - $10
27,000 - - - $15
28,000 - - - $20
29,000 - - - $25
30,000 - - - $30
31,000 - - $5 $35
32,000 - - $10 $40
33,000 - $5 $15 $45
34,000 - $10 $20 $50
35,000 $5 $15 $25 $55
36,000 $10 $20 $30 $60
37,000 $15 $25 $35 $65
38,000 $20 $30 $40 $70
39,000 $25 $35 $45 $75
40,000 $30 $40 $50 $80
41,000 $35 $45 $55 $85
42,000 $40 $50 $60 $90
43,000 $45 $55 $65 $95
44,000 $50 $60 $70 $100
45,000 $55 $65 $75 $105
46,000 $60 $70 $80 $110
47,000 $65 $75 $85 $115
48,000 $70 $80 $90 $120
49,000 $75 $85 $95 $125

 50,000* $80 $90 $100 $130
 

Above weights must be approved by City of Fargo Engineering 
*50,000 pounds is the max weight that can be permitted on a tandem axle 

 
 

Legal Tandem Axle Weights 
 
Non-Restricted Truck Route = 34,000 pounds 
Class A Route = 32,000 pounds 
Class 1 Route = 30,000 pounds 
Class 2 Route = 24,000 pounds 

 
 

All axle weights are subject to the Bridge Length Formula or numbers of tires and size of tires. Maximum axle 
weight is either the maximum allowed as per designation of the roadway, the bridge length formula calculation, 

or number of tires and size of tires, whichever is the least amount of weight allowed. 
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Permit Fee Schedule 
Weights exceeding restricted axle weight, 

 (Weight to be rounded off to nearest 1,000 pounds) 
 

Triple Axle Weights (3 Axle) 
 

TRIPLE AXLE TRUCK ROUTE CLASS A CLASS 1 CLASS 2 
WEIGHT 
31,000 - - - $5
32,000 - - - $10
33,000 - - - $15
34,000 - - - $20
35,000 - - - $25
36,000 - - - $30
37,000 - - $5 $35
38,000 - - $10 $40
39,000 - - $15 $45
40,000 - - $20 $50
41,000 - - $25 $55
42,000 - - $30 $60
43,000 - $5 $35 $65
44,000 - $10 $40 $70
45,000 - $15 $45 $75
46,000 - $20 $50 $80
47,000 - $25 $55 $85
48,000 - $30 $60 $90
49,000 $5 $35 $65 $95
50,000 $10 $40 $70 $100
51,000 $15 $45 $75 $105
52,000 $20 $50 $80 $110
53,000 $25 $55 $85 $115
54,000 $30 $60 $90 $120
55,000 $35 $65 $95 $125
56,000 $40 $70 $100 $130
57,000 $45 $75 $105 $135
58,000 $50 $80 $110 $140
59,000 $55 $85 $115 $145

 60,000* $60 $90 $120 $150
 

Above weights must be approved by City of Fargo Engineering 
*60,000 pounds is the max weight that can be permitted on a triple axle 

 
Legal Triple Axle Weights  
 
Non-Restricted Truck Route = 48,000 pounds 
Class A Route = 42,000 pounds 
Class 1 Route = 36,000 pounds 
Class 2 Route = 30,000 pounds 
 
All axle weights are subject to the Bridge Length Formula or numbers of tires and size of tires. Maximum axle 

weight is either the maximum allowed as per designation of the roadway, the bridge length formula calculation, 
or number of tires and size of tires, whichever is the least amount of weight allowed. 
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Permit Fee Schedule 
Weights exceeding restricted axle weight, 

 (Weight to be rounded off to nearest 1,000 pounds) 
 

Quadruple Axle Weights (4 Axle) 
 

QUAD AXLE TRUCK ROUTE CLASS A CLASS 1 CLASS 2 
WEIGHT 
41,000 - - - $5
42,000 - - - $10
43,000 - - - $15
44,000 - - - $20
45,000 - - - $25
46,000 - - - $30
47,000 - - - $35
48,000 - - - $40
49,000 - - $5 $45
50,000 - - $10 $50
51,000 - - $15 $55
52,000 - - $20 $60
53,000 - - $25 $65
54,000 - - $30 $70
55,000 - - $35 $75
56,000 - - $40 $80
57,000 - $5 $45 $85
58,000 - $10 $50 $90
59,000 - $15 $55 $95
60,000 - $20 $60 $100
61,000 $5 $25 $65 $105
62,000 $10 $30 $70 $110
63,000 $15 $35 $75 $115
64,000 $20 $40 $80 $120
65,000 $25 $45 $85 $125
66,000 $30 $50 $90 $130
67,000 $35 $55 $95 $135

 68,000* $40 $60 $100 $140
 

Above weights must be approved by City of Fargo Engineering 
*68,000 pounds is the max weight that can be permitted on a quadruple axle 

 
 
 

Legal Quadruple Axle Weights 
 
Non-Restricted Truck Route = 48,000 pounds 
Class A Route = 42,000 pounds 
Class 1 Route = 36,000 pounds 
Class 2 Route = 30,000 pounds 

 
 
 

All axle weights are subject to the Bridge Length Formula or numbers of tires and size of tires. Maximum axle 
weight is either the maximum allowed as per designation of the roadway, the bridge length formula calculation, 

or number of tires and size of tires, whichever is the least amount of weight allowed. 
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Permit Fee Schedule 
Weights exceeding restricted axle weight, 

 (Weight to be rounded off to nearest 1,000 pounds) 
 

5 Axle Weights (5 Axle) 
 

5 AXLE TRUCK ROUTE CLASS A CLASS 1 CLASS 2 
WEIGHT 
51,000 - - - $5
52,000 - - - $10
53,000 - - - $15
54,000 - - - $20
55,000 - - - $25
56,000 - - - $30
57,000 - - - $35
58,000 - - - $40
59,000 - - - $45
60,000 - - - $50
61,000 - - $5 $55
62,000 - - $10 $60
63,000 - - $15 $65
64,000 - - $20 $70
65,000 - - $25 $75
66,000 - - $30 $80
67,000 - - $35 $85
68,000 - - $40 $90
69,000 - - $45 $95
70,000 - - $50 $100
71,000 - $5 $55 $105
72,000 - $10 $60 $110
73,000 - $15 $65 $115
74,000 - $20 $70 $120
75,000 - $25 $75 $125
76,000 $5 $30 $80 $130
77,000 $10 $35 $85 $135
78,000 $15 $40 $90 $140
79,000 $20 $45 $95 $145
80,000 $25 $50 $100 $150
81,000 $30 $55 $105 $155
82,000 $35 $60 $110 $160
83,000 $40 $65 $115 $165
84,000 $45 $70 $120 $170

 85,000* $50 $75 $125 $175
 

Above weights must be approved by City of Fargo Engineering 
*85,000 pounds is the max weight that can be permitted on a 5 axle 

Legal Five Axle Weights 
 
Non-Restricted Truck Route = 48,000 pounds 
Class A Route = 42,000 pounds 
Class 1 Route = 36,000 pounds 
Class 2 Route = 30,000 pounds 
 
All axle weights are subject to the Bridge Length Formula or numbers of tires and size of tires. Maximum axle 

weight is either the maximum allowed as per designation of the roadway, the bridge length formula calculation, 
or number of tires and size of tires, whichever is the least amount of weight allowed. 

 
Any axle grouping of 6 axles or more shall follow the Bridge length calculations and be subject to an 

Axle Fee of $5 per 1,000 pounds over the calculation. 
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Permit Fee Schedule 
Weights exceeding restricted axle weight, 

 (Weight to be rounded off to nearest 1,000 pounds) 
 

Self-Propelled Earth Moving Equipment 
 

TRUCK ROUTE CLASS A CLASS 1 CLASS 2 
WEIGHT 
28,000 - - - $5
29,000 - - - $10
30,000 - - - $15
31,000 - - - $20
32,000 - - $5 $25
33,000 - - $10 $30
34,000 - - $15 $35
35,000 - $5 $20 $40
36,000 - $10 $25 $45
37,000 $5 $15 $30 $50
38,000 $10 $20 $35 $55
39,000 $15 $25 $40 $60
40,000 $20 $30 $45 $65
41,000 $25 $35 $50 $70
42,000 $30 $40 $55 $75
43,000 $35 $45 $60 $80
44,000 $40 $50 $65 $85
45,000 $45 $55 $70 $90
46,000 $50 $60 $75 $95
47,000 $55 $65 $80 $100
48,000 $60 $70 $85 $105
49,000 $65 $75 $90 $110
50,000 $70 $80 $95 $115
51,000 $75 $85 $100 $120
52,000 $80 $90 $105 $125

 
Above weights must be approved by City of Fargo Engineering 

*52,000 pounds is the max weight that can be permitted on a single axle for self-propelled earth moving 
equipment. 

 
 
Legal Single Axle Weights for Self-Propelled Earth Moving Equipment 
 
Non-Restricted Truck Route = 36,000 pounds* 
Class A Route = 34,000 pounds* 
Class 1 Route = 31,000 pounds* 
Class 2 Route = 28,000 pounds* 
 
*For all roads, the legal weight may be restricted by the tire width, only allowing for 550 pounds per 
inch width per tire. 
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Tracked Vehicle Weight Limits 
 
Weights for non-metallic tracked implements or vehicles shall not exceed the weight limits listed in the 
following table. Track length is the distance of the track in contact with the roadway measured on one side 
of the implement or vehicle, rounded to the nearest foot. Tracks shall not have spurs, bars, angle irons, or 
cleats which will tend to mar or deface the surface. 
 

TRACK LENGTH IN FEET MAXIMUM WEIGHT IN POUNDS 
4-7 34,000 
8 42,000 
9 42,500 

10 45,000 
11 46,000 
12 47,000 
13 48,500 
14 49,500 
15 50,500 
16 51,500 
17 54,000 
18 55,000 
19 56,000 
20 57,000 
21 58,000 
22 59,000 
23 60,000 
24 61,000 
25 62,000 
26 63,000 
27 64,000 
28 65,000 
29 66,000 
30 67,000 
31 68,000 
32 69,000 
33 70,000 
34 71,000 
35 72,000 
36 73,000 
37 74,000 
38 75,000 
39 76,000 
40 77,000 
41 78,000 
42 79,000 
43 80,000 

 
A fee of $5.00 for every 1,000 pound increase over the maximum weight in pounds consistent with the 
table above.  
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X. CITY OF FARGO TRUCK RELATED MUNICIPAL CODES 

 

8-0101. - Definitions. 
In this chapter, unless the context or subject matter otherwise requires: 

7. "Commercial vehicle" shall mean a vehicle designed, maintained, or used primarily for the 
transportation of property provided, however, that such definition shall not include vehicles designated 
or titled as three-quarter ton or less. 

12.   "Driver" shall mean every person who drives or is in actual physical control of a vehicle. 

14. "Farm tractor" shall include every motor vehicle designed and used primarily as a farm implement for 
drawing plows, moving machines, and other implements of husbandry. 

15. "Freight curb loading zone" shall mean a space adjacent to a curb for the exclusive use of vehicles 
during the loading or unloading of freight. 

16. "Implement of husbandry" shall mean every vehicle designed and adapted exclusively for 
agricultural, horticultural or livestock raising operations or for lifting or carrying an implement of 
husbandry and in either case not subject to registration if used upon the highway. 

24.   "Motor vehicle" shall include every vehicle which is self-propelled, including motorcycles. 

27. "Operator" shall mean every person who drives or is in actual physical control of a motor vehicle   
upon a highway or who is exercising control over or steering a vehicle being towed by a motor vehicle. 

28. "Owner" shall mean a person who holds the legal title of a vehicle, or if a vehicle is the subject of an 
agreement for the conditional sale or lease thereof with the right of purchase upon performance of the 
conditions stated in the agreement, and with an immediate right of possession vested in the conditional 
vendee or lessee, or if a mortgagor of a vehicle is entitled to possession, then such conditional vendee 
or lessee or mortgagor shall be deemed the owner for the purpose of this chapter. 

29. "Park" or "parking" shall mean the standing of a vehicle, occupied or not, otherwise than temporarily 
for the purpose of and while actually engaged in loading or unloading merchandise or passengers. 

32.   "Person" shall include every natural person, firm, co-partnership, association or corporation. 

33.   "Pneumatic tires" shall include all tires inflated with compressed air. 

34. "Pole trailer" shall mean every vehicle without motive power designed to be drawn by another vehicle 
and attached to the towing vehicle by means of a reach, or pole, or by being boomed or otherwise 
secured to the towing vehicle and ordinarily used for transporting long or irregularly shaped loads such 
as poles, pipes, or structural members capable, generally, of sustaining themselves as beams between 
the supporting connections. 

36. "Private property" shall mean and include any and all real property or land within the city of Fargo 
which has not been opened or dedicated for public use or as a public thoroughfare. 

37. "Private road or driveway" shall mean every way or place in private ownership and used for vehicular 
travel by the owner and those having express or implied permission from the owner but not by other 
persons. 

44.   "Right-of-way" shall mean the privilege of the immediate use of a street. 

 

45. "Roadway" shall mean that portion of a street improved, designed, or ordinarily used for vehicular 
travel, exclusive of the berm or shoulder. In the event a street includes two or more separate roadways, 
the term "roadway" as used herein shall refer to any such roadway separately but not to all such 
roadways collectively. 
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50. "Semitrailer" shall include every vehicle of the trailer type so designed and used in conjunction with a 
motor vehicle that some part of its own weight and that of its own load rests upon or is carried by 
another motor vehicle, except that it shall not include a "house trailer" or "mobile home" as defined in 
subsection 59 of this section. 

55.  "Solid tire" shall include every tire made of rubber or other material other than a pneumatic tire. 

59. "Street" or "highway" shall mean the entire width between the legal boundary lines of every way 
publicly maintained when any part thereof is open to the use of the public for the purposes of vehicular 
travel; including, but not limited to, fire lanes as designated in accordance with subsection (F) of § 9-
0704 of the Fargo Municipal Code, all drives and parking lots on that portion of the campus of North 
Dakota State University which is located within the corporate limits of the City of Fargo, and all drives 
and parking lots located on property owned by the city of Fargo, the Fargo Public School District and 
the Fargo Park District. 

65. "Trailer" shall include every vehicle without motive power designed to carry property or passengers 
wholly on its own structure and to be drawn by a motor vehicle, except that it shall not include a "house 
trailer" or "mobile home", which terms shall mean a vehicle as defined in this subsection which is 
designed and intended for use as living or sleeping quarters for people and which is not used for 
commercial hauling of passengers. 

66. "Truck" shall include every motor vehicle designed, used or maintained primarily for transportation of 
property. 

67. "Truck tractor" shall include every motor vehicle designed and used primarily for drawing other 
vehicles and not so constructed as to carry a load other than a part of the weight of the vehicle and load 
so drawn. 

68. "Vehicle" shall include every device in, upon, or by which any person or property may be transported or 
drawn upon a public highway, except devices moved by human power or used exclusively upon 
stationary rails or train tracks. 

69. "Alley" shall mean a public way less than 30 feet in width which affords only a secondary means of 
access to abutting property. 

8-0901. - Flag or light at end of load. 
Whenever the load upon any vehicle extends to the rear four feet or more beyond the bed or body of such 
vehicle, there shall be displayed at the extreme rear end of the load, at the time specified in § 8-0911, a red 
light or lantern plainly visible from a distance of at least 600 feet to the sides and rear. The red light or lantern 
required under this section shall be in addition to the red rear light required upon every vehicle. At any other 
time there shall be displayed at the extreme rear end of such load a red flag or cloth not less than 12 inches 
square and so hung that the entire area is visible to the driver of a vehicle approaching from the rear. 

8-0920. - Size, weight, and load restrictions of vehicles operated within the city.  
A. No person, partnership, or corporation shall drive, operate, or park, or permit to be driven, operated, or 

parked through any agent or employee on any street or alley within the city any vehicle in violation of 
the restrictions on size, weight, and load established by North Dakota Century Code Chapter 39-12. 

 
B. No person, partnership, or corporation shall drive, operate, or park, or permit to be driven, operated, or 

parked through any agent or employee on any street or alley within the city any vehicle the gross 
weight of which exceeds that determined by the bridge length formula calculation of: 

LN 
W = 500(N-1+12N+36) 

 
Where W equals the maximum weight in pounds of any group of two or more axels; L equals the distance in 
feet between the extremes of any group of two or more consecutive axels; and N equals the number of axels in 
group under consideration.  
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C. No person, partnership, or corporation shall drive, operate, or park, or permit to be driven, operated, or 
parked through any agent or employee on any street or alley in the city of Fargo which is not 
designated as a city truck route  pursuant to  § 8-0923 any vehicle the gross weight of which exceeds 
80,000 pounds unless otherwise posted. 
 

D. No person, partnership, or corporation shall drive, operate, or park, or permit to be driven, operated, or 
parked through any agent or employee on any street or alley in the city of Fargo which is designated as 
a city truck route pursuant to § 8-0923 any vehicle the gross weight of which exceeds 105,500 pounds 
unless otherwise posted. 

 
All maximum gross weight limitations in subsections C and D are subject to the bridge length formula 
calculation in subsection B.  The maximum gross vehicle weight limitation is either the maximum allowed as 
per designation of the roadway or the bridge length formula calculation, whichever is the least amount of 
weight allowed. 
 
8-0920.1. - Width, height, and length limitations of vehicles operated within the city  

A. Vehicles driven, operated or parked on a street or alley in the city of Fargo may not exceed a total 
outside width, including load thereon, of eight feet six inches (8'6"). This limitation does not apply to:  

1. Construction and building contractors' equipment and vehicles used to move such equipment 
which does not exceed ten feet (10') in width when being moved by contractors or resident 
carriers.  

2. Implements of husbandry being moved by farmers, ranchers, dealers, or manufactures between 
sunrise and sunset which do not exceed a total outside width, including the load thereon, of 
fourteen feet six inches (14'6"). Any implement of husbandry that exceeds fourteen feet six inches 
(14'6") in width will require a city of Fargo overdimensional permit to move or operate within the 
city. Permits must be in the possession prior to starting any movement. The permit will contain 
such other restrictions as deemed necessary by the permit issuing official. The width 
requirements of this subsection do not apply to implements of husbandry between fourteen feet 
six inches (14'6") and twenty feet (20') in width on multi-lane roads and implements of husbandry 
that exceed fourteen feet six inches (14'6") on a single lane roads but do not cross the center line 
or travel on the unpaved section of the roadway.  

B. Vehicles driven or operated on a street or alley in the city of Fargo may not exceed a height of 
fourteen feet (14'), whether loaded or unloaded. The maximum legal height limitation of fourteen feet 
(14') applies unless routes of travel include structures such as bridges, underpasses or other 
structures are less than fourteen feet (14') in height. This limitation does not apply to:  

1. Implements of husbandry being moved by farmers, ranchers, dealers or manufactures between 
sunrise and sunset which do not exceed a total height of fifteen feet six inches (15'6") high. Any 
implement of husbandry that exceeds fifteen feet six inches (15'6") in height will require a city of 
Fargo overdimensional permit to move or operate within the city. Permits must be in the 
possession prior to starting any movement. The permit will contain such other restrictions as 
deemed necessary by the permit issuing official.  

C. Vehicles driven or operated on a street or alley in the city of Fargo may not exceed the following 
length limitations:  

1. A single unit vehicle with two or more axels, including the load thereon, shall not exceed a length 
of fifty feet (50').  

2. A combination of two, three or four units, including the load thereon, shall not exceed a length of 
seventy-five feet (75') on a non-designated streets. Three and four unit combinations are subject 
to safety rules adopted by the highway commissioner. All streets in the city of Fargo are non-
designated streets except those streets designated by the city of Fargo as city truck routes 
pursuant to § 8-0923.  

3. A combination of two, three or four units, including the load thereon, may exceed seventy-five feet 
(75') in length but may not exceed one-hundred and ten feet (110') in length when traveling on 
designated city truck routes.  
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4. The length of a trailer or semi-trailer, including the load thereon, may not exceed fifty-three feet 
(53'), except that trailers and semitrailers titled and registered in North Dakota before July 1, 
1987, and towed vehicles may not exceed a length of sixty feet (60').  

5. Convertor dollies that are used to convert semi-trailers to trailers are considered trailers if they 
meet all lighting requirements and are equipped with brakes and safety chains. No more than one 
converter dolly can be towed behind a truck-tractor, semi-trailer and trailer; and no more than two 
converter dollies can be towed behind a truck-tractor and semi-trailer.  

8-0921. - Regulating movement of engines, tractors, and heavy vehicles on pavement 
No person, firm, or corporation shall move, park, or cause to be moved or parked, over or on the paved streets, 
sidewalks, crosswalks, culverts, bridges, and viaducts within the city any motor vehicle, tractor, trailer, wagon, 
truck or other commercial vehicle, or other vehicle, object, or thing which will tend to injure the paving, 
sidewalks, crosswalks, culverts, bridges, or viaducts over which the same are transported or which exceeds 
the weight or weights as established pursuant to the preceding § 8-0920 or as established in any ordinance or 
resolution established under § 8-0924, or any vehicle to the wheels of which are attached spurs, bars, angle 
irons, or cleats which will tend to mar or deface the paving, sidewalk, crosswalks, culverts, bridges, or viaducts, 
except as authorized by a permit granted under § 8-0922. Any person, firm, or corporation moving, parking or 
causing to be moved or parked, any such engines, tractors, trailers, or vehicles shall pay or cause to be paid to 
said city, upon demand, any and all damages done to the paving, sidewalks, crosswalks, culverts, bridges, and 
viaducts.  
 
8-0921.1. - Failure to obtain overweight or over-dimensional vehicle permits  
No person, firm, or corporation shall move, park, or caused to be moved or parked, over or on the paved 
streets, sidewalks, crosswalks, culverts, bridges, and viaducts within the city any vehicle, motor vehicle, tractor, 
trailer, wagon, truck or other commercial vehicle, or such vehicle as may be required to obtain a permit 
pursuant to pursuant to § 8-0921, § 8-0922, or both said sections, without obtaining said permit.  
 
8-0922. - Permits for excessive size and weight 
The city engineer may, under such policies as the city may establish, upon application in writing and good 
cause being shown therefore, issue a special permit in writing authorizing the applicant to operate or move a 
vehicle of a size and weight exceeding the maximum specified in this chapter upon any street or highway 
under the jurisdiction of and for the maintenance of which the city is responsible. Every such permit shall be 
issued for a single trip and may designate the route to be traversed and contain other restrictions or conditions 
deemed necessary by the city engineer. Every such permit shall be carried in the vehicle to which it refers and 
shall be open to inspection by any peace officer or other agent of the city, and it shall be unlawful for any 
person to violate any of the terms and conditions of such special permit. The fee for such special permit shall 
be established by resolution of the board of city commissioners.  
 
8-0923. - Trucks prohibited on certain streets—Truck routes established—Maps and signs required   

A. No truck or commercial vehicle exceeding five tons registered gross weight shall be operated in the 
city of Fargo except upon truck routes designated as hereinafter provided in subsection (B) of this 
section; provided, that this ordinance shall not prohibit:  

1. Such vehicles from operating upon other city streets when delivering or picking up materials or 
merchandise, provided entrance or exit to or from such street is made at the nearest intersection; 
through streets as established elsewhere in the Fargo city ordinances shall be considered as 
secondary truck routes and must be used in preference to other streets whenever possible.  

2. The operation of trucks owned or operated by the city of Fargo.  

3. The operation of Class A emergency vehicles, as defined in the traffic ordinances of the city of 
Fargo, upon any street in the city.  

4. Trucks making more than one delivery on any one trip may take the most direct route between 
one delivery and the next.  
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B. Truck routes shall be established by resolution of the board of city commissioners, after notice and 
hearing. The notice shall be by one publication in the official newspaper of the city at least 15 days 
prior to the date of the hearing. The truck routes, as established by the board of city commissioners, 
shall be stated in the resolution and on an official map which shall be kept and maintained in the office 
of the city auditor and shall be available for public inspection.  

C. On each street or avenue designated as a truck route in accordance with subsection (B) above, such 
street or avenue may, but need not be, posted with appropriate signs.  

8-0923.1. - Trucks not to be operated except upon designated truck routes  
 
8-0923.2. - Truck routes  
 
8-0923.3. - Truck route maps and signs  
 
8-0924. - Restricted use of streets and highways  
The board of city commissioners, by resolution, may prohibit the operation of vehicles or impose restrictions as 
to the weight of vehicles upon any street or highway under their jurisdiction or for the maintenance of which 
they are responsible whenever any of said streets or highways, by reason of deterioration, rain, snow, or other 
climatic conditions, will be seriously damaged or destroyed unless the use of vehicles thereon is prohibited or 
the permissible weights thereof reduced. The board when enacting any such resolution shall erect, or cause to 
be erected and maintained, signs designating the provisions of the resolution at each end of that portion of any 
street or highway affected thereby, and the resolution shall not be effective until or unless such signs are 
erected and maintained. The board may also, by resolution, prohibit the operation of trucks or other 
commercial vehicles, or impose limitations as to the weight thereof, on designated streets and highways, which 
prohibitions and limitations shall be designated by appropriate signs placed on such streets or highways.  
 
8-0925. - Peace officers or other agents may weigh vehicle and require removal of excess load 
Any peace officer, designated agent of city, or city-designated personnel, having reason to believe that the 
weight of a vehicle and load is unlawful is authorized to weigh the same, either by means of portable or 
stationary scales, and may require that such vehicle be driven to the nearest scales. The peace officer, or 
other designated individual as aforesaid, may then require the driver to unload immediately such portion of the 
load as may be necessary to decrease the gross weight of such vehicle to the maximum allowed therefor.  

If the driver, operator or owner of the vehicle and load fails or refuses to drive the vehicle to the nearest 
scale, the peace officer, or other designated individual as aforesaid, may retain and use the services of 
individuals capable of moving the vehicle and load to the nearest scale and require that the driver, operator or 
owner of the vehicle compensate the city for such services.  

8-0925.1. - Impounding overweight vehicle  
Any vehicle found to have been located, parked, moved or used upon any highway, street, alley or other public 
way within the city at a weight exceeding the limitations as specified in any ordinance or resolution established 
under § 8-0924, or as limited by § 8-0920, may be impounded by any peace officer, designated agent of city, 
or city-designated personnel and taken to a warehouse, garage or other facility for storage.  
 
8-0925.2. - Impounding receipt—Information 
A receipt must be given by the peace officer or other person impounding the vehicle, to the driver or person in 
charge of such vehicle. Such receipt must identify as nearly as possible the owner of the vehicle and cargo, the 
driver or person in charge of such vehicle, the cargo, the place vehicle is to be stored during impoundment, the 
weight of the loaded vehicle and the name and address of the impounding officer. Information as to the owner 
of the vehicle and cargo must be obtained from the driver or person in charge of the vehicle.  

8-0925.3. - Impounding notice—Perishables 

The impounding officer shall notify the owner or owners, if they can be found, by wire or telephone, of the 
impoundment and the charges involved. If the cargo consists of perishables, the impounding officer shall use 
reasonable diligence in assisting the operator or owner in finding suitable storage facilities for such 
perishables, but all risk of loss or damage to such perishables must be upon the owner, operator, or lessee of 
such vehicle.  



 

                                                                        - 59 -                                                Revised 7-10-17 

8-0925.4. - Civil complaint 
The city attorney of the city shall, if no settlement is made under the next succeeding section, immediately 
prepare and file a civil complaint on behalf of the city for the purpose of recovering charges for the 
extraordinary use of the highways, streets, alleys or other public roadways of the city.  
 
8-0925.5. - Voluntary settlement of extraordinary road use fee charges 
Before the complaint is issued pursuant to the preceding section, the owner, or the owner's driver or agent, 
may voluntarily pay the amount of the extraordinary road use fee, or may provide proof of surety coverage to 
ensure payment of the extraordinary road use fee, provided under § 8-0925.7, plus any towing or storage 
costs. Any settlement, whether made by the owner, or the owner's driver or agent, must be presumed to be of 
a voluntary nature. A peace officer or a peace officer's designee is authorized to receive the settlement 
payment on behalf of the city. The extraordinary road use fees must be remitted to the city auditor's office.  
  
8-0925.6 - Mailing complaint  
A copy of the complaint must be served upon the driver or person in charge of the vehicle and a copy must be 
sent by registered or certified mail to the owner of the vehicle, if the address of such owner is known.  
 
8-0925.7 - Cash bond—Holding  
Unless a cash bond is furnished in an amount sufficient to cover the charge for extraordinary use of highways, 
streets, alleys or other public roadway, as provided in the next succeeding section, together with the costs 
which may be collectible under any subsequent settlement made pursuant to this article, said vehicle must be 
held until a trial of the case can be held before the district court.  
 
8-0925.8 - Trial—Charges  

At the trial of the action, the court shall hear testimony concerning the facts and if it is found that such vehicle 
or vehicles were located, parked, moved, or used upon the highways, streets, alleys or other public roadways 
of the city at a weight in excess of the limitations imposed under the provisions of this article, charges for the 
extraordinary use of the highways, streets, alleys, or roadways must be assessed as follows:  

1. The storage charges and costs of the action must be assessed; and  

2. An additional charge must be assessed as follows:  

1 to 1,000 pounds [45 to 453.59 kilograms] of excess weight = $20  

1,001 to 2,000 pounds [454.05 to 907.18 kilograms] of excess weight = $40  

2,001 to 3,000 pounds [907.64 to 1360.78 kilograms] of excess weight = $60  

3,001 to 4,000 pounds [1361.23 to 1814.37 kilograms] of excess weight = $140  

4,001 to 5,000 pounds [1814.82 to 2267.96 kilograms] of excess weight = $220  

5,001 to 6,000 pounds [2268.41 to 2721.55 kilograms] of excess weight = $305  

6,001 to 7,000 pounds [2722.01 to 3175.14 kilograms] of excess weight = $380  

7,001 to 8,000 pounds [3175.60 to 3628.74 kilograms] of excess weight = $495  

8,001 to 9,000 pounds [3629.19 to 4082.33 kilograms] of excess weight = $575  

9,001 to 10,000 pounds [4082.78 to 4535.92 kilograms] of excess weight = $655  

10,001 to 11,000 pounds [4536.37 to 4989.51 kilograms] of excess weight = $1,100  

11,001 to 12,000 pounds [4989.97 to 5443.10 kilograms] of excess weight = $1,200  

12,001 to 13,000 pounds [5443.56 to 5896.70 kilograms] of excess weight = $1,300  

13,001 to 14,000 pounds [5897.15 to 6350.29 kilograms] of excess weight = $1,680  
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14,001 to 15,000 pounds [6350.74 to 6803.88 kilograms] of excess weight = $1,800  

15,001 to 16,000 pounds [6804.33 to 7257.47 kilograms] of excess weight = $1,920  

16,001 to 17,000 pounds [7257.93 to 7711.06 kilograms] of excess weight = $2,550  

17,001 to 18,000 pounds [7711.52 to 8164.66 kilograms] of excess weight = $2,700  

18,001 to 19,000 pounds [8165.11 to 8618.25 kilograms] of excess weight = $2,850  

19,001 to 20,000 pounds [8618.70 to 9071.84 kilograms] of excess weight = $3,000  

20,001 to 21,000 pounds [9072.29 to 9525.43 kilograms] of excess weight = $4,200  

21,001 to 22,000 pounds [9525.89 to 9979.02 kilograms] of excess weight = $4,400  

22,001 to 23,000 pounds [9979.48 to 10432.62 kilograms] of excess weight = $4,600  

23,001 to 24,000 pounds [10433.07 to 10886.21 kilograms] of excess weight = $4,800  

24,001 to 25,000 pounds [10886.66 to 11339.80 kilograms] of excess weight = $5,000  

25,001 to 26,000 pounds [11340.25 to 11793.40 kilograms] of excess weight = $5,200  

26,001 to 27,000 pounds [11793.86 to 12246.99 kilograms] of excess weight = $5,400  

27,001 to 28,000 pounds [12247.45 to 12700.59 kilograms] of excess weight = $5,600  

28,001 to 29,000 pounds [12701.04 to 13154.18 kilograms] of excess weight = $5,800  

29,001 to 30,000 pounds [13154.63 to 13607.77 kilograms] of excess weight = $6,000  

An additional charge of $200 for every 1,000-pound [453.59 kilogram] increase over 30,000 pounds 
[13607.77 kilograms] consistent with the above formula.  

8-0925.9. - Payment of charges—Confiscation—Sale 
If the charges and costs as provided in the preceding section are not paid immediately from a cash bond 
previously posted or other cash payment, the judge shall order the vehicle confiscated and sold by the sheriff 
of the county at a public sale to the highest bidder and the proceeds applied to the payment of the charges and 
costs assessed under the provisions of this article.  
 
8-0925.10. - Payment—Effect  
The payment of charges may not be construed as a payment for the future use of highways, streets, alleys and 
other public roadways of the city by vehicles carrying excess loads. 
  
8-0925.11. - Proceeds of sale 
The proceeds of sale must be applied first to the payment of the costs of the proceeding, including any 
allowable attorney's and witness fees and costs, and next to the payment of the charges assessed. Such 
charges must be remitted to the city auditor to be credited to the city general fund. The balance of the 
proceeds of any sale after the payment of costs and charges must be paid over by the sheriff to the person 
entitled thereto as determined by the court, or must be deposited with the clerk of the court for such payment.  
 
8-0927. - Load restrictions upon vehicles using certain highways 
When signs are erected giving notice thereof, no person shall operate any vehicle with a gross weight in 
excess of the amounts specified on said sign at any time upon any of the streets or parts of streets so posted.  
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8-1004. - Parking of trucks, trailers and semi-trailers regulated.  
No truck, trailer, semitrailer, or commercial vehicle shall be parked on any street, avenue, boulevard, or alley in 
any residential district of the city for a period longer than one hour; provided, however, that such vehicles 
loading or unloading cargo may be parked on the streets, avenues, boulevards or alleys long enough to 
complete their loading or unloading; and provided further, that such restrictions shall not apply to any truck in 
use on any repair, maintenance, or construction project in progress on any such street, avenue, boulevard or 
alley. Except as otherwise allowed by permit issued by the city engineer's office, no case shall any semi-truck 
trailer be parked on any street, avenue, boulevard or alley in any district of the city while said semi-truck trailer 
is disconnected from the tractor; nor shall any truck, trailer, semi-trailer, or other commercial vehicle be parked 
on any street, avenue, boulevard or alley in any district of the city between the hours of 10:00 p.m. and 6:00 
a.m. "Commercial vehicle" as designated herein shall not include vehicles rated as less than one-ton.  
 
8-1004.1. - Parking of construction vehicles regulated.  
Notwithstanding the provisions of § 8-1004, whenever off-street parking is not available or practicable, parking 
of construction vehicles as herein defined is permitted for the term and under the conditions set forth 
hereinafter. "Construction vehicles" are defined as vehicles or trailers being used in performing construction, 
remodeling, siding or the like. Such vehicles may include pickups, trucks, trailers detached from the towing 
vehicle provided the trailers do not exceed 30 feet in length, and vans. Such vehicles do not include, however, 
truck tractor or semi-trailers, but may include bumper-hitched or smaller fifth-wheel construction-type trailers 
not exceeding 30 feet in length. The following conditions apply to any parking under this section:  

A. Parking is not allowed in "no parking" zones or any other prohibited area as set forth in city ordinance.  

B. Vehicles and/or trailers must be properly licensed as required by the state of North Dakota.  

C. A trailer disconnected from the towing vehicle must have a properly sized pad placed under the dolly 
or jack to avoid damage to the street.  

D. Street parking will be allowed only if appropriate measures are taken to insure public safety including, 
but not limited to, diamond grade "conspicuity tape" around the entire perimeter of the trailer and/or 
equipment. Cones shall be used in advance of any trailer or equipment when work is in progress.  

E. Parking of a vehicle or trailer shall not be allowed directly across the street from another parked 
vehicle or trailer.  

F. There shall be no parking allowed which would be in violation of any other ordinance of the city of 
Fargo concerning parking regulations.  

G. The owner's name, company name (if any), and phone number shall be legibly indicated on any trailer 
or construction vehicle.  

H. Twenty-eight inch cones or barrels with high-intensity sheeting around the entire perimeter of the 
trailer and/or equipment may be substituted for the measures prescribed in subsection (D) above.  

If the construction activity in which the vehicles are involved will take in excess of five days, however, 
a permit as referenced in § 8-1004 will be required.  

 
8-1004.2 - Impounding vehicles.  
The police department of the city or any of the members thereof may impound any truck, trailer, semi-trailer, 
delivery car, service car, or other commercial vehicle parked in violation of this ordinance and may retain 
possession of the same until all fines and fees have been paid and until any sentence or order of the court has 
been completed and/or obeyed.  
 
8-1005. - Loading and unloading regulations for trucks.  
A vehicle may be allowed to double-park for the purpose of loading or discharging passengers or for unloading 
freight when there is no alley for such purpose and no other parking space available and the freight to be 
unloaded is of a heavy or bulky nature, but only for such length of time as is absolutely necessary for such 
loading and unloading, except that no merchandise or freight pickups or deliveries whatsoever shall be made 
from double-parked vehicles between the hours of 4:00 p.m. and 6:00 p.m. on any day except Sundays and 
legal holidays and no vehicle shall double-park for such purposes between such hours.  

It shall be unlawful for any person, firm or corporation to load or unload freight or merchandise from a 
semi-trailer between the hours of 7:00 a.m. and 9:00 a.m., or between the hours of 4:00 p.m. or 6:00 p.m. All 
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loading or unloading of freight or merchandise from a semi-trailer shall be prohibited on all principal and minor 
arterial roadways.  

Any person owning, driving, operating, or having under his control any vehicle shall not permit the same to 
stand or be parked in any alley except while loading or unloading freight or merchandise. If any vehicle is left 
parked or standing in any alley during such loading or unloading operations, it shall be located so that it does 
not block the alley and as close to the edge of the alley as possible. If the alley is so narrow that it will be 
blocked even though the vehicle engaged in the loading or unloading operation is parked as close to the edge 
of the alley as possible, then and in that event, such vehicle shall not be left unattended at any time.  

It shall be unlawful to load or unload automobile transport trailers or vehicles on any street, alley, 
boulevard, or public property of the city, except as herein provided and subject to all of the other terms of this 
section. An automobile transport vehicle, when parked in the immediate vicinity of the automobile dealership 
where the vehicles are to be loaded or unloaded, is permissible provided the said automobile transport vehicle 
must stand parallel and adjacent to the curb and be headed in the direction of the traffic, and further provided 
that a "flag person" is required to direct or slow traffic should the automobile transport vehicle impede traffic in 
any manner while loading and unloading. If the automobile transport vehicle is to utilize a no-parking zone, it 
will be necessary to notify the Fargo police department of the location and provide the duty officer with an 
estimate of the time required to load and unload vehicles from the transport trailer. It is further provided that in 
no event shall the parking of an automobile transport trailer leave available less than 20 feet of the width of the 
roadway for free movement of vehicular traffic.  

It shall be unlawful to park or permit any vehicle to stand so that it is backed against the curb except when 
actually loading or unloading freight or merchandise, and if the vehicle is a semi-trailer or trailer combination, 
the motor vehicle or tractor unit thereof must stand parallel to the curb and be headed in the direction of the 
traffic. No vehicle shall stand so backed up that it interferes with or interrupts the passage of traffic.  

In any case it shall be unlawful to load or unload freight or merchandise from a semi-trailer backed into the 
curb unless the owner or operator of the unit involved shall have first secured a written permit from the chief of 
police; such a written permit must also be secured before any semi-trailer unit may be driven across the center 
line of the street in order to back the same into a loading stall. Such permit may be issued for reasonable 
periods of time, not to exceed one year.  

It shall be unlawful for any person, firm or corporation to drive or permit to be driven any semi-trailer or 
truck of more than one-ton capacity by backing the same into a curb unless such person, firm or corporation 
shall provide a person or arrange with some person, in addition to the driver, to act as flagman during all 
operations, and said flagman shall station himself in such a position so that he can warn both pedestrians and 
moving traffic and so that the driver can back the vehicle in a safe manner. It shall be lawful for a police officer 
to act as such flagman if it does not interfere with his duties as a police officer.  

11-0205. - Motorized vehicles—compression brakes prohibited. 
It shall be unlawful to operate a motorized vehicle within the city limits which creates a noise or sound which 
exceeds the noise level limits set out in Table 2, as follows: 

TABLE 2. LIMITING NOISE LEVELS FOR MOTOR VEHICLES 

A. Trucks, buses, construction equipment, or any motor vehicle with a gross weight rating of 10,000 
pounds or more: Maximum allowable limit: 88 dB(A) measured at or corrected to 25 feet. 

B. Passenger cars, pickups, vans, motorcycles, snowmobiles, or any motor vehicle with a gross 
weight rating less than 10,000 pounds: Maximum allowable limit: 80 dB(A) measured at or 
corrected to 25 feet. 

C. Interstate Motor Carrier: Maximum allowable limit: 

1. 92 dB(A) measured at or corrected to 25 feet when traveling on roadways with speed limits 
of 35 mph or less. 

2. 92 dB(A) measured at or corrected to 25 feet when traveling on roadways with speed limits of 
more than 35 mph. 
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D. Notwithstanding any other provision of the Fargo Municipal Code, it shall be unlawful for any 
person within the city limits to make, or cause to be made, loud or disturbing noises with any 
mechanical devices operated by compressed air and used for purposes of assisting braking on 
any semi-tractor. 

 
11-0814. - Littering on private property prohibited.  
No person may discard or abandon any litter, garbage, furniture, or other debris upon public or private property 
not owned by that person, unless the property is designated for the disposal of such items and that person is 
authorized to use the property for that purpose. For purposes of this section, litter shall include any rubbish, 
junk, refuse, or waste of any kind. A violation of this section shall be punishable as a noncriminal offense as 
described in section 1-0305(C)(6).  
 
ARTICLE 11-09 - LITTERING OF PUBLIC PLACES BY CONTRACTORS  
 
11-0901 - Unlawful dumping and littering by contractors. 
No contractor shall allow any vehicle to operate out of any construction site, regardless of whether the same 
shall be operated by the contractor, his agents, employees, or subcontractors, in such a manner as to dump, 
scatter, or deposit any rubbish, stones, wire, earth, ashes, cinders, sawdust, hay, glass, manure, filth, paper, 
snow, ice, dirt, grass, leaves, twigs, shrubs, construction waste, garbage, or other offensive or nauseous 
material on any street, alley, or public place.  
 
11-0902. - Vehicles to be clean before entering public street.  
No contractor or other person shall permit a vehicle to enter upon a public street, alley, sidewalk, or other 
public place without first (a) having its tires and wheels cleaned so as not to litter or soil any street, alley, 
sidewalk, or other public place, and (b) having any material removed from the interior or exterior of vehicle 
body which might fall or be deposited upon any street, alley, sidewalk, or public place by normal movement of 
vehicle in traveling over such places.  
 
11-0903. - Streets to be maintained in a litter-free condition. 
All streets, alleys, sidewalks, or public places adjacent to any building or construction site shall be maintained 
in a litter-free condition at all times. This shall include such soiling or littering caused by erosion, landslides, or 
general construction activities at any such site.  
 
11-0904. - Liability of contractor. 
Whenever a contractor is engaged in any construction or maintenance activity, it shall be his responsibility to 
see that none of the provisions of this article are violated by himself, his agents, employees, subcontractors, or 
haulers of materials and supplies. If more than one contractor or any governmental unit is involved in work 
which contributes to the littering of streets, alleys, sidewalks, or other public places in the same site or area, 
they shall be separately and jointly responsible for compliance with the provisions of this article.  
 
11-0905. - Cleaning up littered streets. 
If a street, alley, sidewalk, or public place should become soiled or littered through any of the means outlined in 
§§ 11-0901 and 11-0903, the person or persons responsible shall cause such soiling or littering to be cleaned 
up forthwith. If and when the person or persons responsible fail to comply with any order of the chief of police 
or commissioner of streets to clean up or take such precautions as the chief of police or commissioner deems 
necessary to prevent foreign materials from being deposited on any street, alley, or public place, then the chief 
of police or commissioner may order (in writing) all ingress and egress to the site or area involved stopped until 
compliance with the order is effected.  
 
11-0906. - Exceptions. 
The provisions of this article shall not apply to construction work within the barricaded area of work being done 
in the street right-of-way, pursuant to a city excavation permit authorizing the same or to certain emergency or 
other work being performed within a barricaded area pursuant to a city contract or by certain emergency 
forces, provided that excavated material stored temporarily within the barricaded area shall not be scattered or 
carried or allowed to accumulate outside of such area.  
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11-0907. - Penalty for violation of article.  
Every person, firm, association, or corporation convicted of a violation of any of the provisions of this article or 
of any failure to comply with any order of the chief of police or commissioner of streets, shall upon conviction, 
be punished by a fine of not to exceed $100 or by imprisonment not to exceed 90 days, or by both such fine 
and imprisonment, in the discretion of the court, the court to have power to suspend said sentence and to 
revoke the suspension thereof. Each day any person, firm, association, or corporation shall violate any of the 
provisions of this article shall constitute a separate offense.  
 
The above listed City of Fargo Municipal Ordinances are some of the ordinances that regulate trucks, 
parking and construction activity; for all City of Fargo Municipal Ordinances reference the following 
website: 
https://www2.municode.com/library/nd/fargo/codes/code of ordinances 
 
Federal Motor Carrier Safety Administration Cargo Securement Link 
https://www.fmcsa.dot.gov/regulations/cargo-securement/drivers-handbook-cargo-securement-introduction 
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